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Washington, Friday, November 19, 1937 


DEPARTMENT OF THE INTERIOR. 


Bureau of Reclamation. 


First Form Reclamation Withdrawal, Boise Project, Idaho 

September 3, 1937. 

The Secretary of the Interior. 

Sir: It is recommended that the following described lands 
be withdrawn from public entry, under the first form of 
withdrawal, as provided in Section 3, Act of June 17, 1902 
(32 Stat., 388) 


Boise Project, Idaho 
Boise Meridian 


T. 14 N.. R. 2 E., 

Sec. 16, aU; 

Sec. 21. all; 

T. 16 N.. R. 2 E., 

Sec. 28. all; 

T. 9 N.. R. 3 E., 

Sec. 21 W>£; 

Sec. 28, all; 

Sec. 29. all; 

Sec. 32, all; 

Sec. 33. all; 

T. 13 N.. R. 3 E., 

Sec. 4, all; 

Sec. 9, all; 

Sec. 23. all; 

Sec. 25. aU; 

Sec. 26. all; 

Sec. 35. aU; 

T. 14 N.. R. 3 E., 

Sec. 19, all; 

Sec. 29, all; 

Sec. 30, all; 

Sec. 31, all; 

Sec. 32. all: 

T. 15 N., R. 3 E., 

Sec. 6. all; 

Sec. 7. NWV4NE& and 

Wft; 

Sec. 18.NW&.N%SW&, 
and SWy 4 SW^4; 

Sec. 19,W«4NWVi; 

T. 8 N., R. 4 E., 

Sec. 1, all; 

Sec. 11,S»4; 

Sec. 12, all; 

T. 10 N.. R. 4 E.. 

Sec. 1, all; 

Sec. 2, all; 

Sec. 3. all; 

Sec. 4, all; 

Sec. 5. all; 

Sec. 6. all; 

Sec. 7, all; 

Sec 8. all; 

Sec. 9. all; 

Sec. 10. all; 

Sec. 11. aU; 

Sec. 12. all; 

Sec. 14, WV4; 

Sec. 15, all; 

Sec. 16, all; 

Sec. 17, all; 


T. 10 N.. R. 4 E.—Continued. 
Sec. 18. all; 

Sec. 19. all; 

Sec. 20. all; 

Sec. 24. all; 

Sec. 25, all; 

Sec. 30. all; 

Sec.31. W^; 

Sec. 36. all; 

T. 11 N.. R. 4 E., 

Sec. 25. all; 

Sec. 26. all; 

Sec. 27. all; 

Sec. 28. all; 

Sec. 29. all; 

Sec. 30. all; 

Sec. 31, all; 

Sec. 32. all; 

Sec. 33. all; 

Sec. 34. all; 

Sec. 35, all; 

Sec. 36. all; 

T. 8 N.. R. 5 E., 

Sec. 1, all; 

Sec. 2. all; 

Sec. 3. all; 

Sec. 4. all; 

Sec. 5. all; 

Sec. 6, all; 

Sec. 7. all; 

Sec. 8. all; 

Sec. 9. all; 

Sec. 10, all; 

Sec. 11. all; 

Sec. 12, all; 

T. 9 N., R. 5 E., 

Sec. 31. all; 

Sec. 36. all; 

T. 10 N.. R. 5 E., 

Sec. 7. all; 

Sec. 8. all: 

Sec. 18. all; 

Sec. 19. aU; 

T. 9 N.. R. 6 E.. 

Sec. 31, all; 

Sec. 32. all; 

T. 6 N., R. 7 E.. 

Sec. 10. all; 

Sec. 15, aU; 

Sec. 16, aU; 

Sec. 21, all; 

Sec. 22, all; 


Boise Project, Idaho 
Boise Meridian 


T. 13 N„ R. 9 E., 
Sec. 25. all; 
Sec. 36. all; 

T. 8 N.. R. 10 E.. 
Sec. 12. all; 
Sec. 13. all; 

T. 11 N.. R. 10 E.. 
Sec. 17. all; 
Sec. 20. all; 

T. 12 N.. R. 10 E„ 
Sec. 3. all; 
Sec. 4, all; 
Sec. 5. all; 
Sec. 8. all; 
Sec. 9. all; 

T. 13 N., R. 10 E., 
Sec. 17, all; 
Sec. 18. all; 
Sec. 19. all; 
Sec. 20, all; 
Sec. 28, all; 
Sec. 29. all; 
Sec. 30. all; 
Sec. 31. all; 
Sec. 32, all; 
Sec. 33, all; 
Sec. 34. all; 

T. 9 N.. R. 11 E., 
Sec. 11. all; 
Sec. 12. all; 
Sec. 13. all; 
Sec. 14. all; 

T. 12 N.. R. 11 E., 
Sec. 4, all; 
Sec. 5. all; 

Sec. 8. aU; 
Sec. 9. all; 

T. 8 N., R 12 E.. 
Sec. 7. all; 
Sec. 8. all; 
Sec. 17. all; 
Sec. 18. all; 

T. 9 N.. R. 13 E., 
Sec. 2. all; 
Sec. 3, all; 

Sec. 4. all; 
Sec. 9. all: 

Sec. 10. all; 
Sec. 11. all: 
Sec. 15, all; 
Sec. 16. all; 
Sec. 17. all; 
Sec. 20, all; 
Sec. 21. all; 
Sec. 22. aU; 

T. 10 N., R. 13 E. f 
Sec. 2. E«4; 
Sec. 3. NWVi; 
Sec. 4, NE>4; 
Sec. 6, Wft; 
Sec. 26. all; 
8ec. 33, all; 
Sec. 34, all; 
Sec. 35. all; 

Respectfully, 


A. O XV. Cl., 

Sec. 18. WH; 
Sec. 19. Wy 2 ; 
Sec. 30. W*4; 
Sec. 31. WV&; 
T. 1 S., R. 8 E.. 

Sec. 36, all; 

T. 1 S., R 9 E.. 
Sec. 22. all; 
Sec. 23, all; 
Sec. 24. all; 
Sec. 25. all; 
8ec. 26. all; 
Sec. 27. aU; 
Sec. 28. all; 
Sec. 29. all; 
Sec. 30, all; 
Sec. 31. all; 
Sec. 32. aU; 

T. 2 8.. R. 9 E.. 
Sec. 5. aU; 
Sec. 6. all; 
Sec. 7. all; 
Sec. 8. all; 

T. 1 S., R. 10 E.. 
Sec. 7. all: 
Sec. 8. all; 
Sec. 17. all; 
Sec. 18. all: 

T. 19 N.. R. 1 W., 
See. 4, aU; 
Sec. 8. all; 
Sec. 9. all; 

Sec 17. all; 
Sec. 20, all; 
Sec. 21. all; 
Sec. 22, all; 
Sec. 23. all; 
Sec. 27, all; 
Sec. 28. all; 
Sec. 29. all; 

T. 20 N.. R. 1 W„ 
Sec. 3. all; 
Sec. 4, all; 
Sec. 5. aU; 
Sec. 8. all; 
Sec. 9, all; 
Sec. 10. all; 
Sec. 15. all: 
Sec. 16, all; 
Sec. 17. all; 
Sec. 21, all; 
Sec. 22. all; 
Sec. 23, all; 
Sec. 24, all; 
Sec. 25. all; 
Sec. 26. all; 
Sec. 27, all; 
Sec. 34. all; 
Sec. 35. all; 
Sec. 36, all; 


R. B. Williams, 
Acting Commissioner . 
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I concur: 

O 

Secretary of Agriculture. 

Department of the Interior, November 9, 1937. 

The foregoing recommendation is hereby approved and the 
Commissioner of the General Land Office will cause the 
records of his office and the local land office to be noted 
accordingly. 

T. A. Walters, 

First Assistant Secretary. 


Department of Agriculture, 

November 3, 1937. 

The Honorable. The Secretary of the Interior. 

Dear Mr. Secretary: Further reference is made to the 
letter of September 15 from Acting Secretary West submit¬ 
ting for the concurrence of this Department a recommenda¬ 
tion of the Acting Chief of the Bureau of Reclamation 
that certain described lands within the boundaries of the 
Payette, Challis, Weiser, Sawtooth and Boise National For¬ 
ests be withdrawn from location and entry under Section 3 of 
the Act of June 17, 1902 (32 Stat. 388). The described lands 
are somewhat scattered through these National Forests but 
in the aggregate comprise an area of approximately 115.000 
acres. It is stated that the immediate object of the with¬ 
drawal is to prevent the location of mineral claims within 
the area. 

This Department, through its administration of the Na¬ 
tional Forests, is fully cognizant of the unfortunate degree to 
which important public enterprises can be obstructed or de¬ 
feated by dubious mining locations under the general mining 
laws. It also understands that under the laws authorizing 
such withdrawals, lands also under withdrawal for National 
Forest purposes, except so far as they actually are needed for 
project works, shall continue subject to the National Forest 
rules and regulations and to administration by this Depart¬ 
ment. It is anticipated that if the construction of the proj¬ 
ect necessitates the submergence or destruction of physical 
improvements essential to the administration of the Na¬ 
tional Forests, the Bureau of Reclamation will arrange for 
the satisfactory replacement of the improvements thus sub¬ 
merged or destroyed, to the degree that such improvements 
thereafter will be required by this Department in its admin¬ 
istration of the National Forests. 

Without being privy to the plans of the Reclamation Serv¬ 
ice and the probable location and extent of project works 
requiring such extensive withdrawal, this Department is not 
in a position to concur in the proposed withdrawal. How¬ 
ever, the statement that the withdrawal will be modified 
where it subsequently is found to be in excess of the area 
actually needed is noted. Under these circumstances, and 
until more fully advised, the Department is not disposed to 
object to the withdrawal as proposed. 

Sincerely, 


H. A. Wallace, Secretary. 


IF. R. Doc. 37-3356; Filed. November 18,1937; 9:50 a. m.J 


DEPARTMENT OF AGRICULTURE. 

Agricultural Adjustment Administration. 

Prices for Sugarcane, Wage Rates, Puerto Rico 

NOTICE OF HEARING AND DESIGNATION OF PRESIDING OFFICER 

Pursuant to the authority contained in sub-sections (d) 
and (b) of Section 301, and in Section 511 of the Sugar 
Act of 1937, (Public 414, 75th Congress), 

Notice is hereby given that a public hearing will be held 
at San Juan, Puerto Rico, in the Auditorium of the Ateneo, 
on November 30, 1937, at 9 A. M. 


*See letter signed by Secretary of Agriculture which follows. 
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The purpose of such hearing Is to receive evidence likely to 
be of assistance to the Secretary of Agriculture in determin¬ 
ing, (1) pursuant to the provisions of Section 301 (d) of 
the said act. fair and reasonable prices for sugarcane to be 
paid by processors who. as producers, apply for payments 
under the said act; and (2) pursuant to the provisions of 
Section 301 <b) of the said act, fair and reasonable wage 
rates for persons employed in the production, cultivation or 
harvesting of the 1938 crop of sugarcane on farms with re¬ 
spect to which applications for payment under the said act 
are made. 

J. Bernhardt, J. B. Frisbie and G. Laguardia are hereby 
designated as presiding officers to conduct either jointly, or 
severally the foregoing hearing. 

Done at Washington. D. C., this 17th day of November, 
1937. Witness my hand and the seal of the Department 
of Agriculture. 

[seal] M. L. Wilson, 

Acting Secretary. 

(F. R. Doc. 37-3354; Filed. November 17,1937; 3:46 p. ml 


Determination op Proportionate Shares for Sugarcane 

Producers in Puerto Rico for the Crop Years 1938 and 

1939, Pursuant to the Sugar Act of 1937 

November 18, 1937. 

Whereas, Section 302 of the Sugar Act of 1937 provides 
in part as follows: 

(a) The amount of sugar or liquid sugar with respect to which 
payment may be made shall be the amount of sugar or liquid 
sugar commerclaUy recoverable, as determined by the Secretary, 
from the sugar beets or sugarcane grown on the farm and 
marketed (or processed by the producer) not in excess of the 
proportionate share for the farm, as determined by the Secretary, 
of the quantity of sugar beets or sugarcane for the extraction 
of sugar or liquid sugar required to be processed to enable the 
producing area In which the crop of sugar beets or sugarcane 
is grown to meet the quota (and provide a normal carry-over 
inventory) estimated by the Secretary for such area for the cal¬ 
endar year during which the larger part of the sugar or liquid 
sugar from such crop normally would be marketed. 

(b) In determining the proportionate shares with respect to 
a farm, the Secretary may take into consideration the past pro¬ 
duction on the farm of sugar beets and sugarcane marketed (or 
processed) for the extraction of sugar or liquid sugar and the 
ability to produce such sugar beets or sugarcane, and the Secre¬ 
tary shall, insofar as practicable, protect the Interests of new 
producers and small producers and the interests of producers 
who are cash tenants, share-tenants, adherent planters, or share¬ 
croppers. 

and 

Whereas, subsection (c) of section 301 of said act provides, 
as one of the conditions for payment to producers of sugar 
beets and sugarcane, as follows; 

(c) That there shall not have been marketed (or processed) an 
amount (in terms of planted acreage, weight, or recoverable sugar 
content) of sugar beets or sugarcane grown on the farm and used 
for the production of sugar or liquid sugar to be marketed in, or 
so as to compete with or otherwise directly aUcct interstate or 
foreign commerce excess of the proportionate share for the 
farm, as determlr. . by the Secretary pursuant to the provisions 
of section 302. of the total quantity of sugar beets or sugarcane 
required to be processed to enable the area in which such sugar 
beets or sugarcane are produced to meet the quota (and provide 
a normal carry-over inventory) as estimated by the Secretary for 
such area for the calendar year during which the larger part of 
the sugar or Uquld sugar from such crop normaUy would be 
marketed. 

Now, therefore, pursuant to the foregoing sections of the 
said act, I, H. A. Wallace, Secretary of Agriculture, do hereby 
determine that proportionate shares for sugarcane producers 
in Puerto Rico for the crop years 1938 and 1939 shall be estab¬ 
lished on the following bases: 

I 

1. For a producer for whom a 1937 marketing allotment 
was established, pursuant to the provisions of Puerto Rico 
Sugar Order No. 5, issued November 24. 1936,* such 1937 
marketing allotment shall constitute his 1937 base, and liis 


1 1 F. R. 2039. 


proportionate share for the 1938 crop shall be calculated. 
In terms of short tons of sugar, raw value, by multiplying 
such 1937 base by a fraction whose numerator shall be the 
sum of the sugar quotas to be established for Puerto Rico 
for the calendar year 1938. pursuant to sections 201 and 203 
of the said act, plus whatever amount may be required to 
provide a normal carry-over inventory for Puerto Rico 
pursuant to section 302 (a) of the said act, and whose 
denominator shall be the total of such 1937 bases, plus the 
total of the 1937 bases determined for new growers 1 as pro¬ 
vided in 2 and 3 below. A producer for whom a 1937 mar¬ 
keting allotment was established as aforesaid, and who is 
now growing sugarcane on land covered by a 1937 marketing 
allotment but from which no sugarcane was harvested dur¬ 
ing the crop year 1931, 1932, or 1934, or any subsequent 
crop year, may be considered as a new grower for 1938 with 
respect to such new production, in accordance with the 
provisions of 2 and 3 below. 

2. For a producer for whom a 1937 marketing allotment vas 
not established pursuant to the provisions of the said Puerto 
Rico Sugar Order No. 5, and whose current production, as 
estimated by the Secretary of Agriculture, is 15 tons of sugar, 
raw value, or less, the production so estimated shall constitute 
his 1937 base, and his proportionate share for the 1938 crop 
shall be calculated, in terms of short tons of sugar, raw value, 
by adjusting such 1937 base in the manner specified in 1 
above. 

3. For a producer for whom a 1937 marketing allotment was 
not established pursuant to the provisions of the said Puerto 
Rico Sugar Order No. 5, and whose current production, as 
estimated by the Secretary of Agriculture, is more than 15 
tons of sugar, raw value, the 1937 base shall be the greater 
of either: 

(a) 15 tons, plus an amount determined by multiplying 
the first ton of such estimated production in excess of 15 
tons by 98 per centum, and thereafter by multiplying each 
successive ton by a percentage figure which shall be pro¬ 
gressively reduced by 2 per centum for every such ton; 
v <b) 30 per centum of the current production in terms of 
short tons of sugar, raw value, estimated as aforesaid; 

and his proportionate share for the 1938 crop year shall be 
calculated in terms of short tons of sugar, raw value, by 
adjusting such 1937 base in the manner specified in 1 above. 

n 

For the crop year 1939, proportionate shares shall be estab¬ 
lished in the same manner as set forth above, except that for 
a producer for whom a proportionate share was established 
in 1938, such proportionate share shall constitute the base 
to be adjusted for the crop year 1939 as provided in 1 above, 
and the figure resulting from such adjustment shall be the 
proportionate share for the crop year 1939; and except, fur¬ 
ther. that for a producer for whom a proportionate share 
was not established in 1938 (I. e., for a new grower for 1939), 
the figure obtained pursuant to the provisions of 2 or of 
alternative (a) of 3 above, whichever is applicable, shall con¬ 
stitute the base to be adjusted as provided in 1 above, and 
the figure resulting from such adjustment shall be the pro¬ 
portionate share for the crop year 1939. 

IH 

1. Where a producer wishes to be considered as a new 
grower for any of the years referred to above, application 
must be made at such time and in such manner as may be 
prescribed by the Secretary of Agriculture. 

2. In the event that a proportionate share for any year, 
established in accordance with the foregoing provisions of 


* A new grower (producer) for the 1938 crop year shall be the 
person who is the legal owner of the sugarcane crop grown on lend 
for which a 1937 marketing allotment was not established pursuant 
to the provisions of Puerto Rico Sugar Order No. 5: and for the 
crop year 1939, a new grower (producer) shall be the person who 
Is the legal owner of the sugarcane crop grown on land for which 
a proportionate share for 1938 has not been established pursuant 
to the provisions of this determination. 
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this determination, is not filled, the unfilled portion thereof 
shall be prorated, on the basis of the proportionate shares 
then in effect, among all other producers within the same 
mill area who are able to supply such unfilled portion, to the 
extent that each such producer is able to supply his pro rata 
share. 

IV 

In addition to the foregoing, the following conditions shall 
be met: 

1. That no change shall have been made in the leasing 
or cropping agreements for the purpose of, or which shall 
have the effect of, diverting to any producer any payment to 
which tenants or share-croppers would be entitled if the 
1937 leasing or cropping agreements were in effect. 

2. That there shall have been no interference by any pro¬ 
ducer with contracts heretofore entered into by tenants or 
share-croppers for the sale of their sugarcane. 

V 

The Chief, or the Acting Chief, of the Sugar Section of 
the Agricultural Adjustment Administration, and the Officer 
in Charge of the San Juan office of the Agricultural Adjust¬ 
ment Administration, or the Acting Officer in Charge thereof, 
are hereby designated to act, jointly or severally as agents 
of the Secretary of Agriculture in administering the provi¬ 
sions of this determination. 

Done at Washington, D. C., this 18th day of November, 
1937. Witness my hand and the seal of the Department of 
Agriculture. 

[seal] H. A. Wallace, 

Secretary of Agriculture. 

[F. R. Doc. 37-3362; Filed. November 18,1937; 12:43 p. m.) 


Bureau of Animal Industry. 

B. A I. Order 363. 

Rule 1, Revision 36—To Prevent the Spread of Splenetic 
or Tick Fever in Cattle 
\ Effective on and after Dec. 1. 1937] 

The fact has been determined by the Secretary of Agricul¬ 
ture and notice is hereby given that the contagious and in¬ 
fectious disease known as splenetic or tick fever exists in 
cattle in Collier, Glades and Highlands Counties, Fla., and 
that said-mentioned disease still exists among cattle in other 
portions of the State of Florida, and also in the following- 
named State and Territory, to wit: Texas and Puerto Rico. 

Now, therefore I, H. A. Wallace, Secretary of Agriculture, 
under authority conferred by section 1 of the act of Con¬ 
gress, approved March 3, 1905, (33 Stat. 1264), do hereby 
quarantine the areas hereinafter described, and do order by 
this rule 1, revision 36. under the authority and discretion 
confered on the Secretary of Agriculture by section 3 of the 
said act of Congress, approved March 3, 1905, (33 Stat. 1265), 
that the interstate movement of cattle from the areas herein 
quarantined shall be made only in accordance with the regu¬ 
lation of the Secretary of Agriculture for the prevention of 
the spread of splenetic or tick fever in cattle. 

areas quarantined 

The following areas are quarantined for splenetic or tick 
fever in cattle: 

Florida 

The following counties and portions of counties are quar¬ 
antined: Collier, Hendry, Orange, and Osceola; that portion 
of Glades County comprised in Townships 40 and 41 South, 
Range 29, East, Townships 40 and 41, South, Range 30, East, 
and Townships 40 and 41, South, Range 31. East; that por¬ 
tion of Highlands County lying south of the township line 
between Townships 36 and 37, South; and that portion of 
Polk County lying north and east of a line beginning where 
the Seaboard Air Line Railroad crosses the Lake-Polk County 
line, thence running southeasterly along said railroad to 


Polk City, thence running southeasterly along the Polk City- 
Haines City highway to the northwest corner of the city 
limits of Haines City, thence running due east to the range 
line dividing range 27 east and range 28 east, thence running 
south along said range line to its intersection with the town¬ 
ship line dividing township 29 south and township 30 south, 
thence running east along said township line to where it 
crosses the range line diriding range 28 east and range 29 
east, thence running south along said range line to the High- 
lands-Polk County line. 

Puerto Rico 

The entire Territory is quarantined. 

Texas 

The following counties and portions of counties are quar¬ 
antined: Angelina, Hardin, Jasper, Jefferson, Newton. 
Orange. Polk, Sabine, San Augustine. Shelby. Starr, Trinity, 
Tyler, Webb, and Zapata; that part of Cameron County 
lying south and east of a line beginning at a point where 
the Southern Pacific Railroad intersects the Cameron- 
Hidalgo county line, thence running southeasterly along 
said railroad to a point where it intersects the Combes- 
Edinburg Highway, thence east along the Combes-Edinburg 
Highway to a point where it intersects the Missouri Pacific 
Railroad at Combes, thence easterly along the county high¬ 
way from Combes to the Arroyo Colorado, thence running 
in a northerly course along the west bank of the Arroyo 
Colorado to the Willacy County line; that part of Chambers 
County lying east of the Trinity River; that part of Gal¬ 
veston County, which joins Chambers County, known as 
Galveston Peninsula; that part of Hidalago County lying 
south and west of a line beginning at a point where the 
Southern Pacific Railroad intersects the Hidalgo-Camercxn 
county line, thence running westerly along the Southern 
Pacific Railroad to a point where it intersects the main line 
of that railroad, thence running southerly along the main 
line of the Southern Railroad to a point where it intersects 
the We3t Edinburg Highway, thence running westerly along 
said highway to a point where it intersects the Missouri 
Pacific Railroad, thence running northerly along said Mis¬ 
souri Pacific Railroad to the intersection of the Monte 
Christo Road, thence running westerly along said Monte 
Christo Road to a point where it intersects the Hidalgo- 
Starr county line; that part of Liberty County lying east of 
the Trinity River; and that part of the Nacogdoches County 
lying south and east of a line beginning at a point where 
highway No. 21 intersects the Nacogdoches-Cherokee county 
line, running thence in an easterly and southeasterly direc¬ 
tion along said highway to the town of Chireno, including 
all incorporated and unincorporated townsites intersected 
by this highway, except the corporate limits of the city of 
Nacogdoches, thence running in a northerly and northwest¬ 
erly direction along the public road from said town of 
Chireno, through towns of Martinsville and Libby, to the 
town of Garrison, including all incorporated and unincor¬ 
porated townsites intersected by this public road, thence 
running in a northeasterly direction along highway No. 35 
from the town of Garrison to a point where said highway 
intersects the Nacogdoches-Rusk county line. 

interpretation 

This rule 1. revision 36, shall be construed in connection 
with the regulation of the Secretary of Agriculture for the 
prevention of the spread of splenetic or tick fever in cattle 
and is subject to amendment or revision on statutory notice. 

Rule 1, revision 35, (B. A. I. Order 360), dated November 16, 
1936, 1 effective December 1,1936, shall cease to be effective on 
and after December 1. 1937, on and after which date this 
rule 1, revision 36, which for purposes of identification is 
designated as B. A. I. Order 363, shall become and be effective 
until otherwise ordered. 

The effect of this order is as follows: 

In Florida: Charlotte County is released from quarantine; 
and parts of Collier, Glades and Highlands Counties are 
requarantined. 


1 1 F. R. I960, 
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In Texas: Duval. Harris, Houston, Montgomery, and San 
Jacinto Counties, the remainder of Brazoria County, and 
parts of Cameron, Chambers, Hidalgo. Liberty, and Nacog¬ 
doches counties are released from quarantine. 

The existing quarantine in the Territory of Puerto Rico is 
continued. 

Done in the City of Washington this 16th day of November, 
1937. 

Witness my hand and the seal of the Department of 
Agriculture. 

I seal] H. A. Wallace, 

Secretary of Agriculture . 

note: feeding stations for noninfected cattle 

Properly equipped, noninfectious pens are maintained at 
the following points within the quarantined area: 

Texas 

Beaumont, Jefferson County: Gulf, Colorado & Santa Fe 
Railway Co. pens, and Southern Pacific Co. pens. 

Laredo, Webb County: International & Great Northern 
Railroad Co. pens. 

Orange, Orange County: Southern Pacific Lines pens. 

|F. R. Doc. No. 37-3361: Piled. November 18,1937; 12:43 p.m.) 


any operations thereunder, permit any Federal or State 
game or deputy game agent, warden, protector, or other 
game law enforcement officer free and unrestricted access to 
the premises on which such operations have been or are 
being conducted and shall promptly furnish such officer all 
such information touching his operations as such officer 
shall require. 

3. This Order does not permit the killing of any of the 
aforesaid birds in violation of any State law or regulation 
and if a State permit to kill the birds is required such per¬ 
mit must be procured before exercising the privileges con¬ 
ferred by this Order. 

4. On or before January 1 of each year during the con¬ 
tinuance of this Order every person who kills any of the 
aforesaid birds under the authority hereby conferred shall 
submit to the Chief, Bureau of Biological Survey. United 
States Department of Agriculture, Washington, D. C., a 
report of his operations. 

This Order is not effective in California, provision having 
previously been made for handling such depredations by the 
County Agricultural Commissioners. 

[seal! Harry L. Brown. 

Acting Secretary of Agriculture . 

November 17, 1937. 

IF. R. Doc. 37-3355; FUed, November 17, 1937; 3:46 p. m-1 
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Bureau of Biological Survey. 

Amendment of Order Permitting the Shooting of Certain 
Blackbirds When Found Seriously Injurious to Agri¬ 
cultural or Other Interests 

Order of the Acting Secretary of Agriculture of June 26. 
1937, “Permitting The Shooting of Certain Blackbirds When 
Found Seriously Injurious to Agricultural or Other Interests” 
(2 F. R. 1328), is amended so as to read as follows: 

order permitting and governing the shooting of certain 
blackbirds and boat-tailed grackles when found seri¬ 
ously injurious to agricultural or other interests 

Information having been furnished to the Secretary of 
Agriculture that yellow-headed blackbirds, red-wing black¬ 
birds, bicolored red-wing blackbirds, tricolored red-wing 
blackbirds. Brewer’s blackbirds, and boat-tailed grackles, by 
reason of heavy seasonal concentrations in their respective 
ranges in the United States, have become seriously injuri¬ 
ous to agricultural crops and ornamental or shade trees, 
and an investigation having been made to determine the 
nature and extent of the injury and whether the birds 
should be killed and if so during what times and by what 
means, and the Secretary having determined that the afore¬ 
said birds, under the conditions stated, have become seri¬ 
ously injurious as aforesaid and that the most practical 
means of safeguarding such crops and trees from such 
injury is to shoot the birds, 

By virtue of authority conferred upon the Secretary of 
Agriculture by the Migratory Bird Treaty Act of July 3, 
1918 (40 Stat. 755) as amended by the Act of June 20. 1936 
(49 Stat. 1555), 

It is ordered. That the owner or custodian of any agricul¬ 
tural crop or of ornamental or shade trees is hereby author¬ 
ized to shoot the aforesaid birds, under the following con¬ 
ditions, restrictions, and requirements, when found commit¬ 
ting or about to commit serious depredations upon such crop 
or trees owned by or in his custody: 

1. No birds killed pursuant to this Order shall be shipped 
or transported or sold or offered for sale except that they 
may be transported to such place within the vicinity as may 
be necessary to bury or otherwise destroy their carcasses: 
Provided, however, That State agricultural departments, col¬ 
leges, or other public institutions and the United States De¬ 
partment of Agriculture may requisition such number of the 
birds so killed as they may need for scientific investigations. 

2. Every person availing himself of the privileges of this 
Order shall at all reasonable times, and particularly during 


DEPARTMENT OF COMMERCE. 

Bureau of Marine Inspection and Navigation. 

Amendments to General Rules and Regulations Governing 

Tank Vessels; Also Approval of Certain Equipment for 

Vessels 

Pursuant to call under authority of Section 4405 of the 
Revised Statutes by the Hon. Daniel C. Roper, Secretary of 
Commerce, a special meeting of an Executive Committee 
of the Board of Supervising Inspectors, consisting of R. S. 
Field, Director. Captain C. W. Willett, Supervising Inspector 
of the 6th District, and Mr. Eugene Carlson, Supervising 
Inspector of the 3rd District, was held in the public hearing 
room of the auditorium of the Department of Commerce, 
Washington. D. C., on October 11 to 13, 1937. The follow¬ 
ing resolutions were unanimously adopted: 

[Besolutlcn No. 4235 ] 
general rules and regulations 

Resolved , That under authority of Section 4405 R. S., and 
Public 765, 74th Congress, General Rules and Regulations 
prescribed by the Board of Supervising Inspectors for Tank 
Vessels. November 10, 1936, be and hereby are amended in 
the following respects: 

Supplement No, 1—Tank Vessels 

Note. —The symbols at each paragraph are designed to facilitate 
identification and have the foUowlng meaning: 

•No change in Intent. 

••New Section. 

♦••Section renumbered, no change in intent. 

••••Amended by additional requirement. 

Substitute for paragraph 1 on page 1 the following: 

**1. Authority for These Rules and Regulations . These 
rules and regulations are established pursuant to authority 
of Title Ln of the Revised Statutes as amended by an Act 
approved June 23, 1936. 

•••On page 1, present paragraph 1 is changed to para¬ 
graph 2. 

•••On page 1. present paragraph 2 is changed to para¬ 
graph 3. 

•••On page 1, present paragraph 3 is changed to para¬ 
graph 4. 

•Page 4—Paragraph (aa)—fourth line—delete Technical 
Method D—323—32T and insert in lieu thereof Tentative 
Method D—323—37T. 
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Delete present Section 1-1-1. (a), (b) and (c), and insert 
in lieu thereof the following: 

*1-1-1. Issuance of Certificate of Inspection . TB/ALL. 
(a) Every tank vessel subject to these regulations shall be in¬ 
spected to see that its hull, boilers, machinery, apparatus for 
storage, and appliances comply with law and these regula¬ 
tions. If such vessel is found to comply with law and these 
regulations, a certificate of inspection shall be issued to it, 
or to its owners, by the local inspectors of the Bureau. 

TB/ALL. (b) Certificates of inspection for tank vessels 
shall be similar in form to certificates issued to other cargo 
vessels, and in addition to the manning requirements and 
waters over which they may be operated, they shall be en¬ 
dorsed “Inspected and approved for the carriage of inflam¬ 
mable or combustible liquids of Grades A, B, C, D, or E” (as 
the case may be), and such endorsement shall serve as a 
permit for such vessel to operate. 

TB/ALL. (c) The certificate of inspection shall be verified 
by the oaths of the inspectors signing it before the chief 
officer of the customs of the district or any other person 
competent by law to administer oaths. Such certificate shall 
be delivered to the master or owner of the tank vessel to 
which it relates and shall be framed under glass and posted 
in a conspicuous part of the vessel: Provided, however, That 
where it is not practicable so to expose said certificate, it 
shall be carried in the vessel in such manner as prescribed 
by the inspectors. 

Delete Section 1-3-2. TB/ALL. (a) and (b), and insert 
in lieu thereof the following: 

*1-3-2. American Bureau of Shipping. TB/ALL. (a) In 
the inspection of hulls, boilers, and machinery of vessels, the 
rules promulgated by the American Bureau of Shipping desig¬ 
nated “Rules for Building and Classing Steel Vessels, 1936” 
and “Entered according to Act of Congress, in the office of 
the Librarian of Congress at Washington, by the American 
Bureau of Shipping, April 1936” respecting material and con¬ 
struction of hulls, boilers, and machinery, except as other¬ 
wise provided for by law and these rules and regulations, are 
hereby adopted and shall be accepted as standard by the 
inspectors of this Bureau. If in the development of the 
industry improved materials or methods of construction cause 
the American Bureau of Shipping to change the require¬ 
ments of the above-mentioned edition of their rules, their 
latest rules, if approved by the Bureau of Marine Inspection 
and Navigation and entered in the office of the Librarian of 
Congress at Washington, shall be accepted as standard. 

♦TB/ALL. (b) The approved plans and certificate of the 
American Bureau of Shipping, or other recognized classifica¬ 
tion society for classed vessels, may be accepted by the Bu¬ 
reau or its inspectors as evidence of the structural efficiency 
of the hull and reliability of machinery of vessels subject to 
these regulations, except as otherwise provided for by law and 
these rules and regulations. 

Immediately following Section 1-3-3. TB/ALL. (b), add 
the following in place of TB/ALL. (c): 

•TB/ALL. (c) Certificate of Class May be Accepted. In 
the event such tank vessel is classed by the American Bu¬ 
reau of Shipping or other recognized classification society, 
the approved plans and certificates of such society may be 
accepted by the Bureau or its inspectors as evidence of the 
structural efficiency of the hull and reliability of machinery, 
except as otherwise provided for by law and these rules and 
regulations. 

Delete Section 1-3-4. TB/ALL. (a), and insert in lieu 
thereof the following: 

*1-3-4. First Inspection of Existing Tank Vesesls . TB/ALL. 
(a) Certificate of class may be accepted as evidence. If 
the tank vessel has been classed and maintained in class 
with the American Bureau of Shipping or other recognized 
classification society, the approved plans and certificates of 
such society may be accepted by the Bureau or its inspectors 
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as evidence of the strutural efficiency of the hull and relia¬ 
bility of machinery of such vessel, except as otherwise pro¬ 
vided for by law and these rules and regulations. 

Delete Section 1-3-6. TB/ALL. (c). and insert in lieu 
thereof the following: 

•••♦TB/ALL. (c) The annual inspection of all tank ves¬ 
sels shall be made on written application to the local 
inspectors by the owner, master, or authorized agent of the 
vessel to be inspected. Such application shall state upon its 
face that previous application for inspection has not been 
made to any other board of local inspectors or supervising 
inspectors, and shall also state the grade of cargo the vessel 
is to be inspected for and certificated to carry, such as A, 
B, C, D, or E grades as described in these regulations and 
the route or waters over which the vessel is to operate. 

Delete Section 1-3-7. TB/ALL. (a), <b), (c) and (d), and 
insert in lieu thereof the following: 

*•*•1-3-7. Drydocking or Hauling Out . TB/ALL. (a) 
Each steel hull tank vessel shall be placed in dry dock or on 
a slipway or hauled out for examination depending upon its 
service as follows: 

1. Each tank vessel whose operations in salt water service 
aggregate more than six months in a calendar year shall be 
drydocked or hauled out at least once each calendar year. 

2. Each tank vessel whose operations in salt water serv¬ 
ice aggregate six months or less in a calendar year shall be 
drydocked or hauled out at least once in every two calendar 
years. 

3. Each tank vessel used in fresh water service exclusively 
shall be drydocked or hauled out at least once in every five 
calendar years. 

TB/ALL. (b) Each wood hull tank vessel shall be placed 
in drydock or on a slipway, or hauled out for examination 
at least once every four years: Provided, however, That ves¬ 
sels without independent metal tanks shall be placed in 
drydock or on a slipway or hauled out for examination at 
least once every two years. 

TB/ALL. (c) Each tank vessel, irrespective of service, 
which has not complied with these drydocking require¬ 
ments, either because it was on a voyage or was tied up, 
shall be drydocked or hauled out upon the completion of 
such voyage or before being placed in service. 

TB/ALL. (d) Whenever any tank vessel is placed in dry- 
dock or on a slipway or hauled out for repairs it shall be 
the duty of the master, owner, or agent to report the same, 
together with the nature of any repairs or alterations con¬ 
templated, to the local inspectors of that district, and if 
the condition or age of the vessel in the judgment of the 
inspectors renders an examination necessary, a thorough 
inspection shall be made by them to determine what is 
necessary to make such vessel seaworthy and come within 
the provisions of these regulations. 

Delete present Section 1-3-8. TB/ALL. (a), and insert in 
lieu thereof the following: 

*1-3-8. Special Inspections. TB/ALL. (a) Repairs and 
alterations involving safety. No extensive alterations in¬ 
volving the safety of a tank vessel either in regard to hull 
or machinery shall be made without the approval of the 
Bureau. Before such alterations are carried out, copies 
of drawings and specifications, in triplicate, for the work 
involved shall be forwarded to the local inspectors for sub¬ 
mission to the Bureau for approval, and if approval is given 
one set of said plans and specifications, properly approved 
and dated, shall be returned to the owner or to the repair 
yard designated by the owner, and one set to the local 
inspectors who forwarded same to the Bureau. If such 
plans and specifications are not approved, the Bureau shall 
promptly notify the owner or designated shipyard wherein 
they fail to comply with these regulations. No extensive 
repairs to the hull or machinery which affect the safety 
of a vessel shall be made without the knowledge of the 
local inspectors. 
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Delete Section 1-3-8. TB/ALL. (c), and insert in lieu 
thereof the following: 

••••TB/ALL. (c) To proceed to other ports for repairs. 
The local inspectors may issue a permit to proceed to an¬ 
other port for repairs, if in their judgment the vessel can 
proceed with safety. In the issuance of such a permit, the 
local inspectors will state upon its face the conditions upon 
which it is granted and whether the vessel is to be allowed 
to carry freight or passengers. A vessel whose certificate 
of inspection has expired shall not be issued a permit to 
carry passengers while enroute to another port for repairs. 

When a permit has been issued by the local inspectors 
of a district for a tank vessel to proceed to another district 
to make repairs, such local inspectors shall notify the 
supervising inspector of their district, stating the repairs 
to be made on such vessel. Said supervising inspector shall 
notify the supervising inspector of the district where the 
repairs are to be made, furnishing him a copy of the report 
of the inspectors indicating the repairs ordered on the 
vessel. 

Immediately following section 1-3-8 (d), add new Sub¬ 
section as follows: 

♦•Section 1-3-8. TB/ALL. (e) Crew Accommodations. 
Crew’s quarters shall be inspected to determine their sani¬ 
tary condition. The local inspectors, upon completing such 
inspection, shall notify the master or officer in charge of 
the vessel of their findings, which shall be entered in the 
vessel’s log book. 

Delete Section 1-4-1. Licensed Officers and crew. TB/ALL. 
(a), TB/ALL. (b) and TB/ALL. (c). and insert in lieu 
thereof the following: 

1-4—1. Licensed Officers and crew. TB/ALL. (a) The local 
inspectors shall make in the certificate of inspection of each 
tank vessel an entry of such complement of officers and/or 
crew as required by law and these rules and regulations, 
and which in the judgment of the local inspectors who in¬ 
spect the vessel will be necessary for her safe operation. 
The complement may be changed from time to time by 
endorsement on such certificate by local inspectors by reason 
of change of conditions or employment. 

TB/ALL. (b) Wherever these regulations refer to a certifi¬ 
cated tankerman, the holder of a license as master, mate, 
pilot, or engineer shall be considered as qualified to perform 
all duties of such tankerman without being certificated as 
such. 

TB/ALL. (c) In all cases where a certificate of inspection 
does not require at least two licensed officers, the local in¬ 
spectors shall enter in the permit issue to any manned tank 
vessel subject to these regulations the number of the crew 
to be certificated as tankermen. If the total complement of 
a tank vessel is either one or two persons only one such per¬ 
son need be a certificated tankerman. If the total comple¬ 
ment exceeds two, only two such persons need be certificated 
tankermen. 

Delete Section 1-4-2. Insert in lieu thereof the following: 

• Tank Barges. B/BLR. Tank barges operating 

on inland waters or on the Great Lakes or rivers need not 
be manned unless in the judgment of the local inspectors 
such manning is necessary for the protection of life and 
property and for the safe operation of the vessel: Provided, 
however, That towing vessels, while towing barges which 
are not required to be manned, shall carry in the regular 
complement of the towing vessel a sufficient number of 
licensed officers or certificated tankermen to provide at least 
one such licensed officer or certificated tankerman on each 
watch. 

Delete Section 1-4-3. B/LBR. (a), and insert in lieu 
thereof the following: 

*1-4-3. Towing vessels may carry persons in addition to 
crew. B/LBR. (a) Towing vessels engaged in towing tank 
barges on the Great Lakes, inland waters, or rivers, may be 


authorized by the supervising inspector of the district to 
carry on board such number of persons in addition to its 
crew as shall be deemed necessary to carry on the legitimate 
business of such towing vessel or barge, not exceeding, how¬ 
ever, one person to every net ton of the towing vessel. 

Delete Section 1-5. Insert in lieu thereof the following: 

•Section 1-5. Waters Operated Over. 

Delete Section 1-5-1. Waterways. TB/ALL. Insert in lieu 
thereof the following: 

•1-5-1. Waters. TB/ALL. The certificate of inspection 
shall show the waters over which the tank vessel is permitted 
to operate, such as: all waters; oceans, coastwise: Great 
Lakes; bays, sounds and lakes, other than the Great Lakes; 
rivers; or inland waters tributary to the Gulf of Mexico. 

Delete Section II-1-2. T/ALL. Insert in lieu thereof the 
following: 

•n-1-2. Means of Escape. T/ALL. On all tankships where 
the plans and arrangements will possibly permit, all passage¬ 
ways leading to living quarters, or places where anyone may 
be regularly employed, shall be provided with not less than 
two avenues of escape so located that if one of such avenues 
is not available another may be. The locality and arrange¬ 
ment of such additional means of escape shall be determined 
by the inspectors as will in their judgment best carry out the 
purpose for which this provision was made. 

Immediately following II-1-3. T/ALL. (b), add the fol¬ 
lowing Section: 

••TB/ALL. (c) Every undocumented tank barge shall have 
its name or number carved, punch-marked, or welded on the 
main beam, inside the cargo hatch, or other suitable perma¬ 
nent part of the vessel’s structure for the purpose of identifi¬ 
cation. The vessel’s name or number shall also be displayed 
on both sides of the highest part of the vessel’s hull or house 
structure. 

Delete Section n-1-4. T/ALL. Insert in lieu thereof the 
following: 

• •♦*11-1-4. Draft Marks. TB/ALL. AJ1 tank vessels of 
50 gross tons and over shall have the drafts of the vessel 
plainly and legibly marked upon the stem and upon the 
stempost or rudderpost, or at such other places forward 
.and aft as may be necessary for easy observance. The draft 
shall be taken from the bottom of the lowest part of the keel 
to the surface of the water, the bottom of the mark to indi¬ 
cate the draft in feet. 

Delete Section II-1-5. TB/ALL. (a), (b) and (c), and in¬ 
sert in lieu thereof the following: 

••• *11-1-5. Hull Fittings. TB/ALL. (a) All main and 
auxiliary inlet and discharge pipes leading through any part 
of the vessel’s hull or to sea chests shall be fitted with ef¬ 
ficient means of preventing the ingress of water in the event 
of a fracture of such pipes. 

TB/ALL. (b) All scuppers, sanitary and other similar dis¬ 
charges leading through the vessel’s hull from enclosed 
spaces, shall be fitted with means for preventing the ingress 
of water. All scupper and sanitary piping shall be ade¬ 
quately protected where necessary. Drains from sanitary 
fixtures in living quarters which pass through cargo tanks 
shall be provided with water seals, valves, or other suit¬ 
able means for preventing the entrance of gases into such 
quarters. 

TB/ALL. (c) Sea chests, sea valves, and strainers shall be 
carefully examined by the inspector when the vessel is in 
drydock. and, if he deems it necessary, he may order them 
opened up for internal examination. This also applies to 
bilge injection valves. 

TB/ALL. <d) It shall be the duty of the inspectors when 
inspecting vessels to examine carefully all air ports and 
deadlights in the hull and to satisfy themselves that they 
are safe. 
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Add new Section 11-1-6 to read: 

* *11-1-6. T/ALL. Crew Accommodations. On all tank- 
ships of 100 gross tons and over, the construction of which 
is begun after January 1, 1938, the minimum requirements 
relative to construction, location, and equipment of crew 
accommodations are as follows: 

(a) Sleeping Quarters. At least 120 cubic feet of space 
and not less than 16 square feet of deck area shall be allotted 
to each member of the crew for sleeping purposes. In meas¬ 
uring sleeping quarters allotted to crews of vessels, the local 
inspectors shall not deduct from the total volume or from 
the deck area any equipment contained therein which is pro¬ 
vided for the exclusive use of the crew. Not more than one 
bunk shall be placed above another, and the lower bunk shall 
be at least 12 inches above the deck. The upper bunk shall 
be located as nearly as practicable midway between the lower 
bunk and the lower side of the deck beams overhead. 

(b) Toilet and Washing Facilities. Each such tankship 
shall be provided with at least one washbasin, one bathtub 
or shower, and one toilet for each eight members of the crew 
or portion thereof, exclusive of licensed officers. There shall 
also be provided at least one washbasin, one bathtub or 
shower, and one toilet for the use of the licensed officers. 
When the engine room crew, exclusive of licensed officers 
and others separately provided for exceeds eight, separate 
washing facilities shall be provided. 

(c) Hospital Accommodations. Each such tank vessel 
which in the ordinary course of its trade makes voyages of 
more than three days* duration between ports, and which 
carries a crew of 12 or more, shall be equipped with a com¬ 
partment suitably separated from other spaces for hospital 
purposes, and such compartment shall have at least 1 bunk 
for every 12 seamen constituting her crew, provided that 
not more than 6 bunks shall be required in any case. 

(d) Location , Construction and Equipment. 

1. Crew accommodations shall not be located forward 
of the collision bulkhead, or where there will be undue 
risk to members of the crew in getting to stations. 

2. Where crew quarters abut galley, boiler, or engine 
room bulkheads, such bulkheads shall be insulated with 
fire-resistive material to reduce transmission of heat. 

3. Insofar as practicable, crew quarters shall be so lo¬ 
cated or constructed that they will be protected against 
objectionable odors of cargo, fuel tanks, paint lockers, oil 
rooms, bilges, toilets, etc. 

4. Crew quarters shall be adequately lighted, heated and 
ventilated. The minimum standard for natural lighting 
is that it will be possible in daylight and in clear weather 
to read the print of an ordinary newspaper in any part of 
the space allotted. When it is not possible to provide 
adequate natural lighting, artificial lighting may be ac¬ 
cepted on the same basis, provided, however, that in the 
artificial lighting of the crew’s quarters, the use of port¬ 
able wiring is prohibited, except when approved by the 
chief engineer. 

Bare metal surfaces of ship’s sides and metal weather 
decks overhead which are not decked over with wood 
externally, shall be covered with suitable fire-resistive 
material to aid in keeping the crew’s quarters dry. 

In the ventilation of crew accommodations provision 
shall be made for the ingress of fresh air and for the 
egress of impure air; it shall be adequate for the purpose 
intended, and so arranged as to be effective in any ordi¬ 
nary weather conditions, and to distribute fresh air with¬ 
out undue discomfort to the occupants. Where natural 
ventilation is provided, each inlet shall have an area of 
at least 6 square inches for each person accommodated, 
the outlet to be at least equal in size to the inlet. In no 
case shall any one such inlet or outlet have a cross 
sectional area of less than 24 square inches. 

Mechanical ventilation may be provided if such system 
is equal in effectiveness to the requirements for natural 
ventilation and is approved by the Bureau. 


Mess rooms shall be provided for both officers and crew, 
and shall be separate from each other where space and 
conditions will permit. Such mess rooms shall be suffi¬ 
cient in size to accommodate all persons allotted to such 
space: Provided, however. That this sub-paragraph need 
not apply to vessels operating on the Great Lakes, lakes, 
bays and sounds, or rivers. 

5. All washbasins, showerbaths. or tubs required by 
these regulations shall be equipped with proper plumbing, 
including hot and cold running water. Washbasins for 
the crew may be located in the crew’s sleeping quarters, if 
properly installed, equipped with proper plumbing for 
draining and supplied with hot and cold running water. 

6. All toilets shall be installed and equipped with the 
proper plumbing for flushing. Where more than one toilet 
is located in a space or compartment, each toilet shall be 
separated with a screen constructed of fire-resistive mate¬ 
rial to afford privacy. Such screens may be installed so 
as to be open at top and bottom for ventilation purposes. 
Toilet seats shall be so constructed as to remain in an 
upright position when not in use. 

7. Floors of toilets and washrooms shall be covered with 
cement, tile, or other suitable floor covering. 

8. On each such tankship there shall be provided at least 
one sink or other suitable means for washing clothes. 

9. Each hospital shall have a toilet, washbasin, and 
bathtub or shower conveniently situated. 

10. A clothes locker shall be provided for each person 
accommodated of a size not less than 12” x 21” x 5' high 
and so placed as to be readily accessible. 

11. Living accommodations shall be properly screened to 
exclude insects. 

•’Section II-1-7. Crew Accommodations. TB/ALL. All 
tankships of less than 100 gross tons and all manned tank 
barges, the construction of which is begun after January 
1, 1938, shall be provided with crew accommodations of suffi¬ 
cient size, adequate construction, and with suitable equip¬ 
ment to provide for the protection and accommodation of 
its crew in a manner practicable for the size, facilities and 
service of the vessel, and consistent with the principles un¬ 
derlying the requirements for crew accommodations on tank- 
ships of 100 gross tons or more. 

••Section II-1-8. Crew Accommodations. T/ALL. On all 
tankships of 100 gross tons or over the construction of which 
was begun after March 4, 1915, and prior to January 1, 
1938, the crew accommodations shall be of a character and 
number in compliance with Section n-1-6 (a), (b) and (c). 
except that separate washing facilities are not required 
where the engine room crew, exclusive of licensed officers, and 
others separately provided for, does not exceed ten. In cases 
where an improvement is necessary in the sanitary conditions 
of such vessels, Section n-6-1 (d) will also apply in principle 
insofar as space and conditions will permit. 

♦ *11-1-9. Crete Accommodations. TB/ALL. All tankships 
and all manned tank barges not heretofore provided for shall 
have crew quarters and washing and toilet facilities in keep¬ 
ing with the age, size, facilities and service of the vessel, and 
suitable for the accommodation and protection of the crew. 

Delete Section II-2-6. TB/ALL. (a) and (b), and insert 
In lieu thereof the following: 

♦**n-2-6. Vessels With Independent Tanks. TB/ALL. 
(a) Independent cargo tanks may be located in hold spaces 
or in other cargo tanks, but in all cases a working space 
of at least 15 inches shall be provided around such inde¬ 
pendent tanks, or else provision shall be made for moving 
them to secure such space. When independent cargo tanks 
are located in an enclosed space other than a cargo tank, 
such enclosed space shall be considered as equivalent to a 
pump room, and shall be safeguarded as such, as required 
in these regulations. 

TB/ALL. (b) Cargo tanks for Grade A liquids having a 
Reid vapor pressure in excess of 25 pounds shall be inde¬ 
pendent of the hulL 
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Delete Section U-3-5. TB/ALL. Insert in lieu thereof 
the following: 

*11-3-5. Cargo Tanks. TB/ALL. Cargo shall comply with 
the conditions specified in II-2-6 (a) and EC-2-6 <b), and 
shall pass the tests required in II-2-7 (a), II-2-7 (b), and 
n-2-7 (c): Provided, however, That less than 15 inches 
around such tanks may be accepted if In the judgment of 
the local inspectors making the inspection a satisfactory in¬ 
spection of the cargo tanks and hull structure can be made. 

Delete Section II-4-2. TB/ALL. Insert in lieu thereof the 
following: 

♦*•*11-4-2. Cargo Tanks. TB/ALL. (a) Cargo tanks shall 
be independent of the wood hull, shall be made of steel 
or iron, except as provided in Section n-4-2 (b), and shall 
pass the tests required in Section n-2-7 (a) and n-2-7 (b). 
Where cargo tanks in wood hulls are not arranged to provide 
working spaces around them they shall be so constructed as 
to allow inspection of the hull, tanks, and bilges, and they 
shall be so installed that they can be moved to allow repairs 
to the hull structure and to themselves. 

B/LBR. (b) Wood hull tank barges not provided with 
metal tanks, which prior to the effective date of these regula¬ 
tions (November 10, 1936) were in use in the carriage of 
inflammable or combustible products in bulk, may be certif¬ 
icated for service until November 10, 1941, subject to the 
following restrictions: 

1. The service of such barges shall be limited to the car¬ 
riage of combustible products of Grades D and E only. 

2. The use of such vessels shall be restricted to the waters 
over which, in the judgment of the local inspectors, they 
may be operated without undue hazard. 

3. Before such vessels receive a regular certificate of in¬ 
spection, and at least every two years from the date of issue 
of such regular certificate, they shall be placed on drydock 
or hauled out for examination, at which time the cargo tanks 
shall be thoroughly cleaned and the hull searched for leaks 
and caulked and repaired as necessary. The inspector shall 
adopt any other means to satisfy himself that the vesesl is 
tight and in good condition. 

Delete Section II-4-4. TB/ALL. Insert in lieu thereof the 
following: 

•n-4-4. Hold Spaces and Bulkheads. TB/ALL. In ex¬ 
isting wood hull tank vessels containing independent cargo 
tanks for the transportation of Grades A, B. C. or D liquids, 
the hold spaces shall be considered as equivalent to a pump 
room and shall be safeguarded and ventilated as such as 
required in these regulations. Where the hold spaces con¬ 
tain equipment or operations which are sources of vapor 
ignition, such equipment or operations shall be isolated from 
other spaces by gas-tight bulkhead or, if it is impracticable 
to construct a gas-tight bulkhead, two structurally tight 
bulkheads without openings, separated by a well ventilated 
air space 24" wide, where possible, may be used. 

Delete Section n-5-1. TB/ALL. Insert in lieu thereof the 
following: 

•♦♦•n-5-1. Design and Construction of Boilers . TB/ ( 
ALL. The design and construction of ail boilers, mountings, 
steam pipes, etc., built on and after January 1, 1935, shall 
conform to Rules I and n. General Rules and Regulations 
of the Bureau. The design and construction of all boilers 
built prior to January 1, 1935, shall conform to the regula¬ 
tions in effect at the time such boilers were built. 

Boilers on tank vessels not previously required to be in¬ 
spected and which were not built according to the specifi¬ 
cations of the Bureau, may be considered the same as foreign 
built boilers as specified in Section C-l-11 of Rule II, Gen¬ 
eral Rules and Regulations, and treated as such. 

Delete Section II-5-5. Insert in lieu thereof the following: 

•***11-5-5. Installation of Fuel-oil Systc?n. TB/ALL. No 
system for the use of petroleum or other mineral oil on any 
tank vessel as fuel shall be installed without the approval of 


the Bureau. Application for permission to install such fuel- 
oil systems shall be made to the Bureau on the prescribed 
blank form together with blue prints, in triplicate. The blue 
prints shall show the fuel-oil tanks, bracings, pumps, piping, 
riveting schedule, control valves, control apparatus, vent 
pipes, suction pipes and their controls, also the piping and 
appurtenances forming part of the fuel-oil burning system, 
and the test to be applied to all fuel-oil tanks. The applica¬ 
tions and blue prints shall be forwarded through the local 
inspectors of the district where the installation is to be made. 
The installation of such fuel-oil systems shall comply with 
the requirements of Rule n. General Rules and Regulations. 
Section P-19-3, P-19-6, P-19-15, P-19-16, except paragraph 
(r) of Section P-19-3. All fuel tanks which are independent 
of the hull shall be constructed so as to conform to the re¬ 
quirements contained in Section II-5-6 (b). Gasoline Fuel 
Tanks. 

Delete Section II-5-6. TB/ALL. (a), (b) and (c), and 
insert in lieu thereof the following: 

•♦♦•n-5-6. Installation of Internal Combustion Engines — 
New Vessels . TB/ALL. (a) Engines. Gasoline engines, 
whether for propulsion or for driving auxiliaries, s h a l l have 
their air intakes so directed that backfire can not blow down 
into the bilges. They shall be fitted with effective backfire 
flame arresters. All carburetors shall be fitted with suitable 
metal drip collectors. 

Each internal combustion engine located on the weather 
deck shall be provided with a ventilated metal hood, or, 
where space permits, with a well-ventilated metal housing of 
sufficient size to allow for proper operation and maintenance. 

(b) Gasoline Fuel Tanks. (1) The plans and specifica¬ 
tions showing the proposed construction of all gasoline fuel 
tanks shall be submitted to the Bureau for approval. All 
gasoline fuel tanks vented to the atmosphere of capacities in 
excess of five gallons shall be constructed of metal not less 
than 1/16" in thickness, provided, however, tanks con¬ 
structed of ferrous metal less than 3/16" in thickness shall 
be galvanized by the hot dipped process, both inside and 
outside. Seams shall be riveted, brazed, or welded except 
that soldered joints may be used on small tanks of 20 gallon 
or less capacity, provided the solder used has a melting 
point of not less than 450* F. 

Tanks shall be provided with swash plates and braces, 
where necessary. The material used shall be the same as 
the tank. 

Cylindrical tanks with longitudinal seams shall be arranged 
so that such seams are located as near the top as possible. 

All spuds for pipe connections shall be securely riveted, 
welded, brazed, or soldered to the tank. No gauge glasses 
or try cocks shall be fitted to tanks. 

All tanks shall be securely fastened and shall be arranged 
as to be readily inspected or movable for inspection. 

Tanks shall be tested to a pressure of at least 5 pounds 
per square inch gauge after installation. 

(2) All gasoline fuel tanks, not vented to the atmosphere, 
shall be constructed and tested in accordance with Rule n. 
General Rules and Regulations, Section 1-18-12, “Unfired 
Pressure Vessels”, and shall be so installed as to be secure 
against movement and to afford easy access for inspection. 
No gauge glasses or try cocks shall be fitted to tanks. 

(c) Gasoline Fuel Piping. The fuel piping for gasoline 
engines shall comply with Rule II. General Rules and Regu¬ 
lations, Section 19, “Piping systems”, and in addition it 
shall also comply with the following requirements: It shall 
be run in sight whenever practicable, be protected from 
mechanical injury, and effectively secured against vibration. 
Shut-off valves or cocks of a suitable type shall be installed 
in supply lines and located in accessible positions at tanks. 
Similar shut-off valves shall be located in the supply lines 
close to the carburetors. No outlets for drawing gasoline 
shall be permitted in engine compartments. Filling and 
sounding pipes for fuel tanks shall terminate on deck, and 
vents shall terminate at least 2 feet above the deck and 
not less than 3 feet from any opening into living quarters. 
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PUling pipes shall extend nearly to the bottoms of fuel 
tanks. The cross sectional area of the vent pipes shall not 
be less than 25 percent of the cross sectional area of the 
filling pipe; all such vent pipes shaU be fitted with flame 
screens or approved flame arrestors. 

Delete Section II-5-7. TB/ALL. Insert in lieu thereof the 
following: 

*11-5-7. Internal combustion engine exhaust—New Instal- 
lations. TB/ALL. Exhaust lines from internal combustion 
engines, where run through the deck, or through the sides 
of the superstructure, shall be extended to a height of at 
least 4 feet above the deck. An approved spark arrester shall 
be installed in each exhaust line. Exhaust piping shall be 
either insulated or water-cooled. 

Delete Section n-5-8. TB/ALL. Insert in lieu thereof the 
following: 

•rr-5-8. Internal combustion engines—Existing Installa¬ 
tions . TB/ALL. Existing installations of internal combustion 
engines and their exhausts shall comply with Sections II- 
5-6 and II-5-7 where necessary in the interest of safety. 

Delete Section II-5-10. B/ALL. (a) and B/R. (b), and 
insert in lieu thereof the following: 

**•*11-5-10. Bilge pumps for tank barges. B/ALL. (a) 
AU tank barges shall be provided with means for removing 
bilge water from all parts of the vessel other than the cargo 
tanks. 

(b) B/BR. On unmanned barges, bilge pumps, hand or 
power operated, either fixed or portable, and located on 
the barge or towing vessel, may be accepted as suitable 
means for pumping out spaces other than cargo tanks. 
When such barges are towed in flotilla and attended by a 
towing vessel at all times, suitable siphons, portable or fixed, 
carried aboard the barge or on the towing vessel, may be 
accepted. 

Delete Section II-6-1. TB/ALL. (a), (b), (c), (d), (e) 
and (f), and insert in lieu thereof the following: 

**• *11-6-1. Electrical Installation — General—New Vessels. 
TB/ALL. (a) The electrical installation on a new tank ves¬ 
sel shall be in compliance with Sections II-6-1 to II-6-3 and 
to the extent that such installation is not covered by these 
sections it shall be at least equivalent to the Bureau’s gen¬ 
eral requirements. 

(b) Where practicable, electrical cable is to be located 
well inboard from the sides, preferably along or near the 
center line, to reduce the risk of injury in the event of col¬ 
lision, but it shall be kept clear of cargo tank openings. 
Feeders shall be run as far as practicable to avoid cargo 
pump rooms and enclosed spaces immediately adjoining 
cargo tanks. 

(c) No ground connections may be used in any part of 
electrical circuits except detecting lamps on switch boards. 
The armor on all cables shall be electrically and mechan¬ 
ically continuous. 

(d) Switch boards, distributing panels, switches, fuses, and 
other circuit-interrupting devices are not to be fitted in 
cargo pump rooms or enclosed spaces immediately adjoining 
cargo tanks. Portable extension cables and fittings are to 
be of an approved type. 

(e) Main distribution circuits shall be protected against 
overload by circuit breaking devices, the capacity of which 
shall be marked at each such device. 

Delete Section II-6-2. TB/ALL. Insert in lieu thereof the 
following: 

****11-6-2. Electrical installation—Cargo Pump Rooms — 
New Vessels. TB/ALL. (a) The electrical installation in a 
cargo pump room or in an enclosed space immediately ad¬ 
joining cargo tanks on a new vessel shall meet requirements 
as follows: 

(b) Wiring is to be leaded and armored and shall be run 
through approved gas-tight fittings having stuffing glands at 
inlets and outlets. 


(c) Joints in wiring shall be made only in wiring appli¬ 
ances, such as junction boxes, outlet boxes, etc., and such 
boxes shall be completely metallic and shall be gas-tight. 

(d) Lighting fixtures shall be of approved type. 

(e) Electric motors shall be of approved type either totally 
enclosed or ventilated to the atmosphere by suction and dis¬ 
charge air ducts. Separately ventilated motors are to have 
pressure type ventilation and shall be arranged with an 
automatic shut-off to open the circuit when the ventilating 
fan motor stops. The system is to be so interlocked that 
the pump motor cannot be started prior to a circulation of 
air. The air ducts are to lead to and from the atmosphere 
outside the pump room and are to terminate not less than 
3’ above the deck and not less than 6' from any cargo tank 
vent. 

Delete Section II-6-3. TB/ALL. Insert in lieu thereof the 
following: 

*♦•*11-6-3. Location of Storage Batteries—New Vessels. 
TB/ALL. Storage batteries shall not be located in cargo pump 
rooms. The space in which they are located shall be well 
ventilated and they shall be protected against mechanical and 
electrical injury including short circuiting and overloading. 
Batteries shall be secured against movement, and acid bat¬ 
teries shall be set in lead-lined trays at least 3” deep of at 
least 4-pound sheet lead. 

Delete Section II-6-4. TB/ALL. Insert in lieu thereof the 
following : 

****11-6-4. Electrical Installation—Existing Tank Vessels. 
TB/ALL. The present electrical installation of existing tank 
vessels may be accepted if in the judgment of the inspector 
such Installations are found to be safe and in good mechani¬ 
cal condition, and to comply with the regulations in effect 
when the vessel was built, or to the requirements of a recog¬ 
nized classification society. All portable extension cables and 
fittings shall be of an approved type. 

Any major change in the present electrical installation or 
any conversion shall comply with Sections n-6-1 to II-6-3, 
inclusive. 

Note. —For the electrical bending and grounding of independent 
cargo tanks in existing wood hulls, see n-4-3. 

Delete Section n-7-1. TB/ALL. Insert in lieu thereof the 
following: 

***•11-7-1. Ventilationr—New Vessels. TB/ALL. All en¬ 
closed parts of the vessel other than cargo, fuel, and water 
tanks and cofferdams shall be provided with efficient means 
of ventilation. Pump rooms and compartments containing 
machinery where sources of vapor ignition are normally 
present shall be ventilated in such a way as to remove vapors 
from points near the floor level or the bilges. Effective 
steam or air actuated gas ejectors or blowers, or ventilators 
fitted with heads for natural ventilation, will be approved 
for this purpose. 

Delete Section II-7-3. TB/ALL. Insert in lieu thereof the 
following: 

****11-7-3. Ventilation—Hold Space. TB/ALL. Hold 
spaces containing independent cargo tanks shall be con¬ 
sidered to be equivalent to cargo pump rooms and shall be 
ventilated and safeguarded as such. 

Delete Section II-7-4. TB/A1L (a) and (b), and insert 
in lieu thereof the following: 

**♦*11-7-4. Venting of cargo tanks—New Vessels. TB/ 
ALL. (a) Each cargo tank of a tank vessel shall be equipped 
with a vent. 

(b) Cargo tanks in which Grade A liquids are to be trans¬ 
ported shall be fitted with a venting system consisting of a 
branch vent line from each cargo tank connected to a vent 
header which shall extend to a reasonable height above the 
weather deck and be fitted with a flame arrester or pressure- 
vacuum relief valve. Each branch vent line may be provided 
with a manually operated control valve, provided it is by¬ 
passed with a pressure-vacuum relief valve or each cargo 
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tank to which such a branch vent line is connected is fitted 
with an independent pressure-vacuum relief valve. 

In barges with independent tanks carrying Grade A liquids, 
separate discharge pipes may be fitted to each pressure- 
vacuum relief valve, or the pressure-vacuum relief valve may 
be elevated so that in either case the discharge from such 
valve will not be less than 7 feet above the deck where 
practicable. 

Delete Section II-7-9. TB/ALL. Insert in lieu thereof the 
following: 

• ***n-7-9. Venting of Cargo Tanks—Existing Vessels. 
TB/ALL. The venting of cargo tanks of existing vessels shall 
be made to equal the requirements of new vessels where the 
changes are, in the opinion of the local inspectors, necessary 
in the interests of safety: Provided, That on existing vessels 
carrying Grade A cargo no relaxation shall be allowed from 
new ship requirements. 

Delete Section II-8-2. TB/ALL. <c), and insert in lieu 
thereof the following: 

****IX_8_2. TB/ALL. (c) Means shall be provided for 
controlling the cargo or pump room bilge pumps and their 
suctions and discharges in order that a flooded pump room 
may be pumped out. Suitable portable or fixed air-driven 
or hand-operated pumps may be accepted as complying 
with this provision. 

Delete Section II-8-3. TB/ALL. (a) and (b), and insert 
in lieu thereof the following: 

♦•**11-8-3. Cargo Pumps—Existing Vessels With Inde - 
pendent Cargo Tanks. TB/ALL. (a) Cargo pumps on exist¬ 
ing vessels may be located in a hold space containing inde¬ 
pendent cargo tanks or on deck. If the pump driving unit 
is of the type permitted in cargo pump rooms, it also may 
be located in the hold space. If other types of driving units 
are used, they shall be located on deck or in an engine com¬ 
partment. If the pump drive shaft passes through decks 
or bulkheads into a hold space or pump room, it shall be 
provided with suitable stuffing boxes at such points. 

(b) Cargo pumps on existing vessels may be connected 
to bilges in hold spaces containing independent cargo tanks: 
provided, that such suction branch is fitted with two valves, 
one of which shall be of a non-return screw-down type. 

Delete Section II-8-4. TB/ALL. (a), and insert in lieu 
thereof the following: 

• n-8-4. Cargo piping — New Vessels . TB/ALL. (a) Pipe 
lines shall be carefully fitted to avoid stresses at the joints. 
For sizes above 2 inches in diameter, flanged, welded, or other 
approved connections shall be made throughout and packing 
shall be of a material suitable for the cargo carried. Con¬ 
nections at oil-tight bulkheads or other divisions shall be 
made in such manner that the plating does not form part 
of a flanged joint. Cargo pipe lines shall not pass through 
spaces containing machinery where sources of vapor ignition 
are normally present. Cargo lines can be carried through 
bunker spaces only by providing a pipe tunnel or alley. 

Cargo pipe lines may pass through cargo pump engine com¬ 
partments on existing vessels provided no cargo valves are 
located therein. 

Delete Section H-9-2. TB/ALL. Insert in lieu thereof the 
following: 

• • • *11-9-2. Whistles . T/ALL. Each tankship shall be pro¬ 
vided with an efficient whistle sounded by steam or by some 
substitute for steam to give the necessary whistle signals. 
All whistles shall be placed at an elevation of not less than 
6 feet above the top of the pilot house, where the clearance 
for passing under bridges will permit it. Tankships navi¬ 
gating the Red River of the North, Yukon, and similar rivers, 
and rivers whose waters flow into the Gulf of Mexico, and 
tankships of less than 100 gross tons may have their whistles 
located not less than 2 feet above the tops of their pilot 
houses, such whistles or substitutes shall be satisfactory in 
sound and source of power for the purpose intended. 


Delete Section n-9-5. T/ALL. Insert In lieu thereof the 
following: 

♦•**11-9-5. Alarm hells. T/ALL. (a) The sleeping ac¬ 
commodations of all tankships of over 190 gross tons shall 
be equipped with a sufficient number of alarm bells so located 
as to warn all occupants. The alarm bells, if electric, shall 
be operated from a switch located in the pilot house or on 
the bridge, such switch to be marked to Indicate the on and 
off position. The bells shall be of such size, character, and 
construction as to provide an alarm throughout the spaces for 
which they are provided. 

B/OC. <b) Each tank barge of over 100 gross tons, where 
the crew is divided into watches for the purpose of steering 
the vessel, shall be provided with a suitable alarm bell 
installation. 

Delete Section n-9-6. T/OCL. Insert in lieu thereof the 
following: 

* n-9-6. Sounding Machines. T/OCL. All tankships of 
500 gross tons and over shall be equipped with an efficient 
mechanical deep-sea sounding apparatus, in addition to the 
ordinary deep-sea hand lead. The mechanical deep-sea 
sounding apparatus above required shall be installed, kept 
in working order, and ready for immediate use: Provided, 
That tank vessels of less than 1500 gross tons navigating the 
Great Lakes exclusively need not be equipped with deep-sea 
sounding apparatus as required by this paragraph. 

Delete Sections rH-2-1, m-2-2, ni-2-3 and III-2-4, and 
insert in lieu thereof the following: 

•m-2-1. Tankships. Ocean. T/O. All tankships which 
normally operate more than 20 miles offshore shall carry a 
sufficient number of lifeboats on each side to accommodate 
all persons on board. No boat shall be of less than 180 cubic 
feet measurement. 

*111-2-2. Barges, Ocean. B/O. All tank barges which 
normally operate more than 20 miles offshore shall carry 
a sufficient number of lifeboats to accommodate all persons 
on board. No boat shall be of less than 125 cubic feet 
measurement. 

* * * *111-2-3. Tankships, Coastwise. T/C. All tankships 
which normally operate 20 miles or less offshore shall carry 
a sufficient number of lifeboats on each side to accommodate 
all persons on board. No boat shall be of less than 180 cubic 
feet measurement except by approval of the Bureau. 

* *111-2-4. Barges. Coastunse. B/C. All tank barges which 
normally operate 20 miles or less offshore shall carry a suffi¬ 
cient number of lifeboats to accommodate all persons on 
board. No boat on a tank barge of 100 gross tons or over 
shall be of less than 125 cubic feet measurement, except by 
approval of the Bureau. No boat on a tank barge cf less 
than 100 gross tons shall be of less than 90 cubic feet meas¬ 
urement, except by approval of the Bureau. 

* *111-2-5. TB/L. All tank vessels operating on the waters 
of the Great Lakes shall carry a sufficient number of life¬ 
boats to accommodate all persons on board. No boat on a 
tank vessel of 100 gross tons or over shall be of less than 
90 cubic feet measurement except by approval of the Bureau. 
No boat on a tank vessel of less than 100 gross tons shall be 
of less than 60 cubic feet measurement. 

All tank vessels of 300 gross tons and over, operating on the 
waters of the Great Lakes, shall carry in addition to their 
lifeboat equipment one approved and fully equipped life raft 
of suitable size, with one self-igniting water light attached 
thereto by manila lanyard of about 15 thread, 3 fathoms in 
length, raft to be stowed in a manner to allow same to float 
clear in the event of sinking of the vessel; Provided, however. 
That the self-igniting water light need not be attached to 
the raft. When the self-igniting water light is not attached 
to the raft a snap hook shall be provided for this purpose. 

* *111-2-6. TB/BR. All tank vessels operating exclusively 
on bays, sounds, lakes (other than the Great Lakes), rivers, 
harbors, or inland waters tributary to the Gulf of Mexico, 
shall carry boats, rafts, or buoyant apparatus of sufficient 
number to accommodate all persons on board. No boat shall 
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be of less t/aan 60 cubic feet measurement. The minimum 
size of any piece of buoyant apparatus shall be such as to 
accommodate at least five persons. 

* *111-2-6. TB/LB. The local inspectors may issue permits 
to tank vessels of less than 100 gross tons which are certifi¬ 
cated for lake, bay and sound routes, to engage on short voy¬ 
ages to points beyond such waters, but not more than 15 
miles from the port of refuge, provided that such vessels are 
equipped with a sufficient number of lifeboats, rafts, or buoy¬ 
ant apparatus to accommodate all persons on board. No 
lifeboat shall be of less than 60 cubic feet measurement. The 
minimum size of any life raft or piece of buoyant apparatus 
shall be such as to accommodate at least five persons. 

•Section IH-3-1. Tankship lifeboat equipment, ocean and 
coastwise. T/OC has been rearranged in alphabetical order 
as follows: 

Paragraph (g)—change to read paragraph (f). 

Paragraph (h)—change to read paragraph (g). 

Paragraph (i)—change to read paragraph (h). 

Paragraph (j)—change to read paragraph (i). 

Paragraph ik)—change to read paragraph (j). 

Paragraph (1)—change to read paragraph (k). 

Paragraph (m)—change to read paragraph (1). 

Paragraph (n)—change to read paragraph <m). 

Paragraph (o) —change to read paragraph (n). 
Paragraph fp)—change to read paragraph (o). 

Paragraph <q)—change to read paragraph (p). 
Paragraph (r)—change to read paragraph (q). 

Paragraph (s)—change to read paragraph (r). 

Paragraph (t)—change to read paragraph (s). 

Paragraph (u)—change to read paragraph (t). 

Paragraph (v)—change to read paragraph (u). 

Paragraph (w>—change to read paragraph (v). 

Paragraph (x)—change to read paragraph iw). 
Paragraph (y)—change to read paragraph (x). 

Paragraph (f)—change to read paragraph (y). 

(No change has been made in the wording.) 

•In Section HI-3-2, Tankship lifeboat equipment, Great 
Lakes, T/L. (a), delete the small letter (a) at end. This 
section has been rearranged in alphabetical order as follows: 
Paragraph (b)—change to read paragraph (a). 

Paragraph (c)—change to read paragraph <b). 

Paragraph (d)—change to read paragraph (c). 

Paragraph (e)—change to read paragraph (d). 

Paragraph (f)—change to read paiagraph (e). 

Paragraph (g)—change to read paragraph (t). 

Paragraph (h)—change to read paiagraph (f). 

Paragraph (i)—change to read paragraph (g). 

Paragraph (j)—change to read paragraph (h). 

Paragraph <k)—change to read paragraph (i). 

Paragraph (1)—change to read paragraph (j). 

Paragraph <m)—change to read paragraph (k). 

Paragraph (n)—change to read paragraph (1). 

Paragraph (o)—change to read paragraph (m). 
Paragraph (p)—change to read paragraph (n). 
Paragraph (q)—change to read paragraph (o). 

Paragraph (r)—change to read paragraph (p). 

Paragraph (s)—change to read paragraph (q). 

Paragraph (t)—change to read paragraph (r). 

Paragraph <u)—change to read paragraph (s). 

Paragraph (v)—change to read paragraph (u). 

•In Section III-3-3, Tankship lifeboat equipment, bays, 
sounds, lakes, other than the Great Lakes, and rivers, 
T/BR. (a), delete the small letter (a) at end. This section 
has been rearranged in alphabetical order as follows: 
Paragraph (b)—change to read paragraph (a). 

Paragraph (c)—change to read paragraph (b). 

Paragraph (d)—change to read paragraph (c) and read 
2 hatchets in lieu of 1 ox. 

Paragraph (e)—change to read paragraph (d). 

Paragraph (f)—change to read paiagraph (e). 

Paragraph (g)—change to read paragraph (t ). 

Paiagraph (h>—change to read paragraph (g). 

Paragraph (1)—change to read paragraph (h). 


Paragraph (j)—change to read paragraph (i). 

Paragraph (k)—change to read paragraph (m). 

Paragraph (1)—-change to read paragraph (j). 

Paragraph (m)—change to read paragraph (k). 

Paragraph (n)—change to read paragraph (1). 

•Section TI1-3-4. Barges—Lifeboat Equipment. ATI Waters. 
B/ALL. Lifeboats on barges shall be equipped as follows: 

Delete the small letter (a) in the heading and rearrange 
the following paragraphs in alphabetical order as follows: 

Paragraph (b)—change to read paragraph (a). 

Paragraph (c)—change to read paragraph (b). 

New Paragraph (c) inserted to read as follows: 

(c) Lantern. One lantern containing sufficient oil to bum 
at least nine hours and ready for immediate use. 

Paragraph (d) remains unchanged. 

Paragraph (e) remains unchanged. 

New paragraph (f) inserted to read as follows: 

(f) Matches. One box of safety matches wrapped in a 
water proofed package, in a water-tight container seemed 
to the underside of the stem thwart. 

Paragraph (f)—change to read paragraph (g) and amend 
as follows: four oars and one steering oar with rowlock or 
becket. 

Paragraph (g)—change to read paragraph <h). 

Paragraph (h)—change to read paragraph (i). 

Paragraph (i)—change to read paragraph (j). 

Delete Section UI-3-5. TB/ALL. (a), and insert in lieu 
thereof the following: 

•m-3-5. Tankships — Life Raft Equipment, Ocean , Coast¬ 
wise. T/OC. Life rafts shall be equipped as follows: 

(a) Boat hook .—One boat hook on a suitable staff. 

(b> Distress signals. —One watertight metal case containing 
12 self-igniting red lights of same character as distress lights 
required for lifeboats, the container to be of the same mate¬ 
rial and construction as required for lifeboats: Provided, 
That a container of the same material and construction, 
with a cover of not less than 3 inches in diameter, may be 
used on life rafts. 

(c) Drinking cups. —Two enameled drinking cups. 

(d) Life line. —One life line properly secured entirely 
around the sides and ends of the raft, festooned in bights not 
longer than 3 feet with seine floats in each bight. 

(e) Matches. —One box of safety matches in a watertight 
container. 

(f) Oars. —Four oars. 

(g) Painter. —One painter of manila rope not less than 2% 
inches in circumference, and of a length not less than three 
times the distance between the boat deck and the light draft. 

(h) Provisions. —One airtight receptacle containing 2 
pounds of provisions for each person. These provisions may 
be of hard bread or its equivalent in any approved emer¬ 
gency ration of cereal or vegetable compound. No meat 
or other ration requiring saline preservative shall be al¬ 
lowed. The receptacle shall be of metal fitted with an 
opening in the top not less than 5 inches in diameter 
properly protected by a screw cap made of heavy case 
brass with machine thread and an attached double toggle, 
seating to a pliable rubber or felt gasket, which shall insure 
a tight joint. 

(i) Rourtocks. —-Five rowlocks attached by separate chains. 

(j) Sea anchor. —One sea anchor constructed of good 
quality canvas or other satisfactory material; and, if of 
circular pattern, to be not less than 2 feet in diameter. 

(k) Self-igniting water light. —One self-igniting water 
light of approved type. (See Appendix C-9). 

(l) Storm oil. —One container holdipg 1 gallon of vege¬ 
table or animal oil so constructed that the oil can be easily 
distributed on the water, and so arranged that it can be 
attached to the sea anchor. 

(m) Water. —One water-tight receptacle containing 1 
quait of water for each person. 
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Delete Section III-3-6. TB/ALL. (a), and insert in lieu 
thereof the following: 

****111-3-6. Life Raft Equipment. TB/L. and B/OCL. 
Life rafts shall be equipped as follows: 

(a) Boat hook. —One boat hook on a suitable staff. 

(b) Distress Sigrials. —One watertight metal case contain¬ 
ing 12 self-igniting red lights of same character as distress 
lights required for lifeboats, the container to be of the same 
material and construction as required for lifeboats: Provided, 
That a container of the same material and construction, 
with a cover of not less than 3 inches in diameter, may be 
used on life raft. 

(c) Life line. —One life line properly secured entirely 
around the sides and ends of the raft, festooned in bights 
not longer than 3 feet with seine floats in each bight. 

(d) Matches. —One box of safety matches in a water¬ 
tight container. 

(e) Oars. —Four Oars. 

(f) Painter. —One painter of manila rope not less than 
2% inch in circumference, and of a length not less than 
three times the distance between the boat deck and the light 
draft. 

(g) Rowlocks. —Five rowlocks attached by separate chains. 

(h) Sea anchor. —One sea anchor constructed of good 
quality canvas or other satisfactory material; and. if of cir¬ 
cular pattern, to be not less than 2 feet in diameter. 

(i) Self-igniting water light.— One self-igniting water 
light of approved type. (See Appendix C-9) 

(j) Storm oil. —One container holding 1 gallon of vege¬ 
table or animal oil so constructed that the oil can be easily 
distributed on the water, and so arranged that it can be 
attached to the sea anchor. 

Immediately following Section m-3-6 insert new Section 
rn-3-7 as follows: 

♦•Section ni-3-7. Tank Vessels—Life Raft Equipment , 
Bays and Rivers. TB/BR. Life rafts shall be equipped as 
follows: 

(a) Boat hook. —One boat hock on a suitable staff. 

(b) Life line. —One life line properly secured entirely 
around the sides and ends of the raft, festooned in bights 
not longer than 3 feet with seine floats in each bight. 

(c) Oars. —Four oars. 

(d) Painter. —One painter of manila rope not less than 
2 % inches in circumference, and of a length not less than 
three times the distance between the boat deck and the light 
draft. 

(e) Rowlocks. —Five rowlocks attached by separate chains. 

Immediately following Section IH-3-7 insert new Section 
in-3-8 as follows: 

* • *111-3-8. Equipment for buoyant apparatus. TB/ALL. 
Buoyant apparatus designed to accommodate 25 persons or 
more shall be fitted and equipped as follows: 

(a) Life line. One life line properly secured entirely 
around the sides and ends of the buoyant apparatus, fes¬ 
tooned in bights not longer than 3 feet with a seine float in 
such bight. 

(b) Painter. One painter of sufficient strength properly 
secured to the buoyant apparatus so that the buoyant ap¬ 
paratus may be lowered from the deck where stored to the 
w'ater. It shall be of good quality manila rope not less than 
2 inches in circumference and at least equal in length to the 
height of the boat deck where stored to the vessel’s light sea¬ 
going draft plus 6 feet. 

(c) Self-igniting water light. One self-igniting water light 
of approved type. (See Appendix C-9.) 

Buoyant apparatus designed to accommodate less than 25 
persons shall not be required to be equipped with a self- 
igniting water light. Such apparatus weighing less than 75 
pounds shall not be required to have a painter for lowering. 

Delete Present Section HI-5-6. T/OCLB. Insert in lieu 
thereof the following: 

••• *111-5-6. Person in charge of each boat. TB/OCLB. A 
licensed deck officer, an able seaman, or a certificated life- 


boatman shall be placed in charge of each boat or life raft. 
He shall have a list of its lifeboat men and other members 
of its crew which shall be sufficient for her safe manage¬ 
ment, and shall see that the men placed under his orders are 
acquainted with their several duties and stations. 

Change present heading of Section IH-5-7. Certificated 
Lifeboatmen in each boat. T/OCLB to read as follows: 

••**111-5-7. Certificated Lifeboatmen in each boat. TB/ 
OCLB. 

Delete Section C-10-4 and insert in lieu thereof the fol¬ 
lowing: 

••••C-10-4. Factory tests. T/OC. (a) Tests and approval. 
A mounted line-carrying gun shall be tested in the presence 
of the supervising inspector of the district by firing three 
rounds from the gun. At least one round shall carry the reg¬ 
ular service projectile with one of the service lines attached 
for a distance of at least 1.050 feet without breaking or foul¬ 
ing the line, under conditions of a reasonably still atmos¬ 
phere. The other rounds shall be flred with not less than the 
same weight powder charge used in the above test, and one 
shall be fired with not less than an 8-ounce charge. The pro¬ 
jectile used for these shots shall be of the same weight as the 
service projectile, but no line need be attached. Test shots 
shall be fired from the gun when mounted on its own car¬ 
riage, lashed as in shipboard use. After the test has been 
satisfactorily completed, the gun and carriage shall show 
no signs of fracture or damage. 

(i) Marking of gun and equipment and filling reports. 
The mounted type line-carrying gun and its equipment, L e., 
carriage line box, or reel and projectiles, shall all bear the 
same number and be initialed by the inspector who observes 
the test. He shall file a report of the test, together with 
the number of the gun, the date, and the result, in the 
office of the supervising inspector in whose district the test 
is made, and the supervising inspector shall furnish the 
manufacturer a copy of the report. 

Delete Section HI-7-4. TB/ALL Insert in lieu thereof the 
following: 

•m-7-4. Attachment of Water Lights. TB/ALL. On all 
tank vessels the self-igniting water lights need not be at¬ 
tached to the ring buoy, but may be placed alongside the 
buoy which it is intended to serve so that it can be easily 
and quickly attached to the buoy by means of its lanyard 
when needed in case of emergency. When self-igniting 
water lights are not attached to the ring buoys, a snap hook 
shall be provided for this purpose. 

Delete Section m-9-1. T/OC. (a), (b), (c) and (d), and 
insert in lieu thereof the following: 

* * •* m-9-1. Requirements—Ocean and Coastwise—Tank 
Ships. T/OC. (a) All tank ships shall be equipped with a 
line-carrying gun and equipment auxiliary thereto as herein 
specified. 

(b) Tank ships of more than 1000 gross tons shall be 
equipped with a mounted type gun either breech or muzzle 
loading, similar in size, performance, and general design to 
the guns used by the United States Coast Guard. 

(c) All such tank ships of 150 gross tons and not more 
than 1,000 gross tons shall be equipped with a mounted type 
gun, either breech or muzzle loading, or a shoulder type gun, 
the requirements of which are set forth in a subsequent sec¬ 
tion under that heading. Delete paragraph (f), Section 
IH-9-2, and insert in lieu thereof the following: 

(f) Auxiliary Line. At least 1,500 feet of 3-inch manila 
line shall be carried by vessels of over 1,000 gross tons. This 
line shall be considered as part of the line-carrying gun 
equipment and shall be maintained in first-class condition 
at all times. 

Delete Section IV-2-1. (b), and insert in lieu thereof the 
following: 

♦•••(b) Tank ships of 500 gross tons and under shall be 
equipped with an efficient hand pump capable of delivering 
50 gallons per minute or a power-driven pump of equivalent 
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capacity. Provided: That on tank ships of 20 gross tons or 
under where it is impracticable to install a hand or power- 
operated Are pump, or on tank ships with only one man in 
the crew, at least one additional 15 pound CO, or the equiva¬ 
lent fire extinguisher may be accepted in lieu of a fire pump. 

Delete Section IV-2-2. T/ALL. (a) and (b), and insert in 
lieu thereof the following: 

♦IV-2-2. Capacity of Fire Pumps—Tank Ships of More 
Than 500 Gross Tons. T/ALL. 

(a) The capacity of the combined fire pump installation 
shall be one-fifth gallon per minute per gross ton of the 
tank ship. The maximum total fire pump capacity required 
for any tank ship shall be 800 gallons per minute. 

(b) Pumps on tank ships of more than 500 gross tons shall 
be capable of delivering water through the highest outlets 
at a minimum pressure of 50 pounds per square inch at the 
hose nozzle when the pumps are delivering their rated 
capacity. 

Paragraph (c) remains unchanged. 

IV-2-5. Delete paragraph (a) of Section IV-2-5. T/ALL. 
Insert in lieu thereof the following: 

•IV-2-5. Fire pump relief valves, and piping. T/ALL. (a) 
Fire pumps shall be equipped on the discharge side with a 
relief valve and a pressure gauge to indicate the pressure on 
the flremain. Except when the fire pump is being used in 
connection with tank cleaning operations, the relief valve 
shall be set to relieve at 125 pounds per square inch pressure. 

Paragraphs (b), (c) and (d) remain unchanged. 

Delete Paragraph (e). 

Change title of Section IV-3. Fire Equipment for Cargo 
Space, etc., to read: 

•Section IV-3. Fire Extinguishing Equipment—C ar g o 
Spaces—Boiler Room and Machinery Spaces, Etc. 

Delete Section IV-3-1. Insert in lieu thereof the following: 

••••IV-3-1. General Requirement. Cargo Spaces. T/ALL. 
(a) Every tankship shall be provided with suitable pipes 
and valves attached to the boiler to convey steam into the 
hold and into the different compartments thereof, and into 
the fuel tanks, to extinguish fire, or such other suitable 
apparatus as may be prescribed. 

••••(b) The valves on steam and carbon dioxide fire ex¬ 
tinguishing systems shall be plainly marked to indicate the 
compartment into which they discharge. Such smothering 
pipes shall enter the tank at a point above the highest liquid 
level at which cargo is carried. 

Delete Section IV-3-2. Insert in lieu thereof the following: 

••••IV-3-2. Systems Which May be Substituted for 
Steam—Cargo Spaces. T/ALL. On tankships, foam, gases, or 
vapors, or any other effective fire extinguishing system may 
be substituted for steam, provided such system, if fixed, is 
completely installed in accordance with approved drawings 
and specifications. Such systems may be portable, semi¬ 
portable, or fixed, and may be of more than one type, pro¬ 
vided its total capacity equals the requirements of these 
regulations. Provided, however, carbon tetrachloride may 
be used for fighting fire in cargo spaces allowing one quart 
of carbon tetrachloride for each 225 cubic feet of space, 
upon approval of the Bureau only, in no case will carbon 
tetrachloride be allowed for fighting fire in cargo spaces on 
tankships where the volume of the largest cargo compart¬ 
ment exceeds 6,300 cubic feet. 

Delete Section IV-3-3. T/ALL. (a), and insert in lieu 
thereof the following: 

•♦••IV-3-3. Minimum capacity of fire-extinguishing sys¬ 
tems for cargo spaces. T/ALL. (a) For steam, inert gases, 
and vapors. The minimum capacity of fire systems for 
cargo spaces shall be based upon the volume of the largest 
cargo compartment, in cubic feet, which shall be determined 
by measurements taken between fire-retarding boundaries 
such as decks, shells, tank bottoms, and bulkheads. 


Change present Section IV-3-9. T/ALL to Section IV-3-13 
and insert in its place the following: 

• •IV-3-9. Fixed fire-extinguishing systems for boiler room 
and machinery spaces. T/ALL. Fixed fire-extinguishing sys¬ 
tems, when installed in boiler rooms or machinery spaces of 
tank ships, shall be fitted with equipment of the type and 
character specified as follows: 

(a) Carbon Dioxide System Requirements. 1. When a 
carbon dioxide smothering system is installed in the boiler 
room of steam propelled tankships, the quantity of carbon 
dioxide carried shall not be less than that determined by the 
following formula: 


LXBXD 

36 


Where 

W= weight of C0 3 required, in pounds. 

L=length of the boiler room, in feet. 

B= breadth of the boiler room, in feet. 

D=distance in feet from tank top to highest point of shell 
of fire tube boilers, or top of drum or casing, which¬ 
ever is highest on water tube boilers. 


When a carbon dioxide smothering system is installed in 
the machinery space of vessels which are propelled by in¬ 
ternal combustion engines, the quantity of carbon dioxide 
carried shall not be less than that determined by the follow¬ 
ing formula: 


LXBXD 

22 


where 

W= weight of C0 2 required, in pounds. 

L=length of the machinery space, in feet. 

B=breadth of the machinery space, in feet. 

D= distance in feet from tank top to top of engine. 


Provided, however: That all tankships propelled by internal 
combustion engines using gasoline as fuel shall be fitted with 
a fixed CO smothering system in the engine room space. 

2. The whole charge of gas shall be capable of being re¬ 
leased simultaneously by operating one valve and control; 
such valve or control shall be adequately protected to avoid 
the accidental discharge of gas. All cylinders shall be com¬ 
pletely discharged in not more than two minutes. The ar¬ 
rangement of the piping shall be such as to give a general 
and fairly uniform distribution over the entire area pro¬ 
tected. A suitable alarm shall be provided to operate auto¬ 
matically when the control valve is operated, and shall be 
located in the area protected. Provision shall be made to 
prevent the admission of air into the lower parts of the area 
protected when the system is in operation. 

3. Where CO 2 equipment is provided for cargo spaces 
and also for boiler and machinery spaces, it shall be so 
interconnected that the entire equipment may be used for 
fighting fire in any one of such spaces. 

(b) Foam Smothering System Requirements. 1. jWhen 
a foam type system is fitted, its capacity shall be such as 
to discharge rapidly over the entire area of the bilge (tank 
top) of the largest boiler room a volume of foam six inches 
deep. The arrangement of piping shall be such as to give 
a uniform distribution over the entire area protected. 

2. The foregoing system may be of a type employing 
either two-solution tanks or one or more generators using 
an approved dry chemical mixture. All containers and 
valves by which they are operated shall be easily accessible 
and so placed that they will not readily be cut off from use 
by an outbreak of fires. 


3. When a semi-portable foam generator using a dry 
chemical mixture in conjunction with the fire line is pro¬ 
vided, stop valves, which may be closed in case of a rupture 
of the fire line, shall be installed in such line, and a con¬ 
nection for at least two fire hoses shall be provided aft of 
the after stop valve, provided, however, foam generators 
will not be allowed on any tank vessels unless at least one 
fire pump of suitable capacity is located or can be con¬ 
trolled outside of the space to be protected. 

(c) 'Where the boiler room is not entirely separated from 
the machinery space by a fire-resistive bulkhead, both com- 
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partments shall be considered to be one space for the pur¬ 
pose of determining the amount of foam or inert gas neces¬ 
sary. 

Change Section IV-3-10. T/ALL to Section IV-3-12, and 
insert in its place the following: 

• • IV-3-10. Fire extinguishing equipment other than 
fixed—For Boiler Room and Machinery Spaces. T/ALL. 

The minimum requirements for fire fighting equipment on 
all tankships which are not fitted with fixed fire extinguish¬ 
ing systems in boiler room and machinery spaces shall be of 
the type and character specified as follows: 

(a) 1. Steam vessels of more than 750 grass tons. One 
foam type fire extinguisher of not less than 40 gallon capac¬ 
ity, or not less than 100 pounds of carbon dioxide, for each 
boiler room. 

2. Steam vessels of 750 gross tons and under. One foam 
type fire extinguisher of not less than 20 gallon capacity, or 
not less than 50 pounds of carbon dioxide for each boiler 
room. 

(b) 1. Internal combustion engine driven ships of 50 gross 
tons and upward. One foam type fire extinguisher of not 
less than 12 gallon capacity, or not less than 30 pounds of 
carbon dioxide for each 1,000 B. H. P. or fraction thereof. 

2. When donkey boilers using oil as fuel are located in the 
machinery space on vessels propelled by internal combustion 
engines, there shall be substituted for one of the 12 gallon 
foam type, or 30 pound carbon dioxide fire extinguishers, one 
foam type fire extinguisher of not less than 40-gallon capa¬ 
city, or at least 100 pounds of carbon dioxide. 

(c) 1. All of the above extinguishers shall be fitted with 
suitable hose attachments or other approved methods of 
distributing the foam or carbon dioxide in any part of the 
spaces to be protected. 

Immediately following Section IV-3-10 insert new Section 
IV-3-11 as follows: 

• •IV-3-11. Spray Nozzles. T/ALL. Fire hose lines in 
boiler and machinery spaces of vesesls of 3,000 gross tons 
or over, except vessels driven by electric motors, shall be 
provided with at least two suitable nozzles of an approved 
type which are capable of effectively extinguishing oil fires. 
This equipment shall be kept in efficient condition and ready 
for use at all times. 

XV-5-6. Hand Fire Extinguishers—Numbers Required on 
Tank Ships. T/ALL. 

Add new paragraph (e) to this section to read as follows: 

••••(e) Tank ships of 15 gross tons and under shall be 
equipped with at least two 2Vz gallon foam type, or the 
equivalent, fire extinguishers as provided in IV-5-6 (c). 

Change title and paragraph (a) of Section IV-5-7. Hand 
fire extinguishers required on Tank Vessels using oil as fuel. 
TB/ALL to read as follows: 

•IV-5-7. Hand fire extinguishers required on Tank Vessels 
of over 15 gross tons using oil as fuel. TB/ALL. 

(a) In boiler rooms, and machinery spaces which contain 
internal combustion engines, there shall be provided at least 
two 2V 2 gallon foam type fire extinguishers or their equiva¬ 
lents as provided in IV-5-6 (c). On tank ships these fire 
extinguishers shall be in addition to those provided in 
IV-5-6. 

Delete Section IV-6-1 (a) and (b), TB/ALL. and insert in 
lieu thereof the following: 

•♦••(a) Tank vessels of 500 gross tons and under, using 
oil as fuel under boilers, shall be fitted with metal tanks in 
the space where such oil is used, containing 5 cubic feet of 
sand and a scoop or shaker for distributing same, and such 
tank. sand, and scoop, when so provided, may be considered 
as replacing one of the fire extinguishers required under 
IV-5-7 (a). 

(b) Tank vessels of over 500 gross tons, using oil as fuel, 
under boilers, shall be fitted with metal tanks in the space 


where such oil is used, containing 10 cubic feet of sand and 
a scoop or shaker. 

Delete Section IV-7-2 (b), and insert in lieu thereof the 
following: 

••••(b) B/ALL. Each unmanned tank barge not provided 
with a cargo pump room shall be equipped with at least one 
2 1 / 2 -gallon foam type fire extinguisher or the equivalent, 
which may be carried aboard the barge or the towing vessel 
while under way. When the barge is moored to the dock, 
such equipment shall be accessible, or equivalent equipment 
may be supplied by the terminal. 

Delete Section V-l-4. TB/ALL. 

Delete Section V-l-5. B/ CBLR. Insert in lieu thereof the 
following: 

••••V-l-4. Watchman. B/AXJL. (a) Manned Barge.—At 
least one member of the crew of a manned tank barge shall 
be on board at all times except when the vessel is gas-free or 
is moored at a dock or terminal at which watchman service 
is provided. 

B/BLR. (b) Unmanned Barge .—On each normally un¬ 
manned barge, or barge in tow. a strict watch shall be kept 
at all times from the towing vessel, either by a licensed officer 
or certificated tankerman, while the vessel is under way, and 
the same shall apply at all times while the barge is moored 
at a dock, unless the barge is gas-free, or watchman service 
is provided, or unless reasonable precaution is taken to pre¬ 
vent unauthorized persons from boarding the barge. These 
watchmen may be members of the regular complement of the 
towing vessel. 

Renumber Section V-l-6 to read: V-l-5. 

Renumber Section V-l-7 to read: V-l-6. 

Renumber Section V-l-8 to read: V-l-7. 

Delete Section V-l-9. TB/ALL. Insert in lieu thereof the 
following: 

•••V-l-6. Shipping Papers. TB/ALL. Each loaded tank 
vessel shall have on board a bill of lading, manifest, or 
shipping document giving the name of the consignee and 
the location of the delivery point, the kinds, grades, and 
approximate quantity of each kind and grade of cargo, and 
for whose account the cargo is being handled. The tank 
vessel shall not be delayed in order to secure exact quantities 
of cargo. Such manifests or bills of lading may be made 
out by the master, master of the towing vessel, owner, or 
agent of the owner. Provided, however, in the case of un¬ 
manned barges where shipping papers are not available, 
an entry in the log book of the towing vessel giving the 
name of the shipper and location of shipping point, the 
name of the consignee and location of delivery point, the 
approximate kind, grade and quantity of cargo in each barge 
of the tow, and for whose account the cargo is being handled, 
shall be considered as complying with these requirements. 

Delete present Section V-l-10. Insert in lieu thereof the 
following: 

♦♦•V-l-9. Sanitary condition and crew quarters. T/ALL. 

♦•••(a) It shall be the duty of the master and chief 
engineer of every tankship to see that such vessel and crew’s 
quarters are kept in a sanitary condition. 

(b) Crew quarters shall be kept in sanitary condition by 
daily cleaning and removal of rubbish, and by painting at 
regular intervals as needed. Floors shall be maintained in 
good condition to facilitate cleaning. Lighting, heating, and 
ventilation in quarters shall be maintained in satisfactory 
condition: Provided, however. That forced ventilation when 
installed may be closed down during transfer of cargo. Re¬ 
pairs or changes in electric wiring shall only be made with 
the approval of the chief engineer. 

Delete Section V-4-5. TB/ALL. Insert in lieu thereof the 
following: 

•V-4-5. Fresh Air Breathing Apparatus. TB/ALL. All 
manned tank vessels having cargo tanks which exceed 15 feet 
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in depth, measured from the deck, shall be provided with 
fresh air breathing apparatus, including belt and life lines. 

Delete Section V-5-1. Men on Duty. TP/ALL. and insert 
in lieu thereof the following: 

•V-5-1. Men on Duty . TB/ALL. 

Delete Section V-5-9. B/R. Insert in lieu thereof the fol¬ 
lowing: 

* V-5-9. Auxiliary Steam , Electric Current , etc. B/ALL. 
When discharging cargo from one or more barges, the towing 
vessel may furnish steam, air, or electric current for pumps 
on barges or dock, but in no case shall the cargo pass through 
or over the towing vessel. 

Delete Section V-5-12. TB/ALL. Insert in lieu thereof 
the following: 

• • • *V-5—12. Transfer of Other Cargo or Stores. TB/ALL. 
(a) Package goods, freight, and ships’ stores shall not be 
loaded or discharged during the loading of Grade A, B. or 
C products except by permission of the senior deck officer on 
duty. Explosives as cargo shall not be loaded or carried on 
any tank vessel containing Grade A, B, or C cargo. 

(b> B/ALL. Tank barges may be permitted to transport 
deck cargoes directly over bulk cargo spaces when the nature 
of such deck cargoes, and the method of loading and un¬ 
loading same does not create an undue hazard. Such ves¬ 
sels shall have their decks properly dunnaged to prevent 
chafing between the steel parts of the vessel and the deck 
cargo. 

(c) B/ALL. Vents on cargo tanks of tank barges which 
transport general cargo directly over bulk cargo spaces shall 
be extended to an elevation above that at which the general 
cargo over such spaces is stowed. 

R. S. Field. 

Director. 

[seal] Chester W. Willett, 

Supervising Inspector 6th District. 

Eugene Carlson. 

Supervising Inspector 3rd District. 

Approved, 

Daniel C. Roper, 

Secretary of Commerce. 


[Resolution No. 1511-901 

Approval of Miscellaneous Items of Equipment 

Resolved, That under authority of Sections 4405 and 4491 
R. S., the following equipment be and hereby is approved 
for use on vessels subjeef to inspection: 

FIRE EXTINGUISHERS 

4156. Pyrene 2-gallon Pump Type Extinguisher, manufac¬ 
tured by the Pyrene Manufacturing Company, Newark, N. J. t 
for use on tank barges only. 

4097. Pyrene 1-gallon Carbon Tetrachloride Extinguisher, 
manufactured by the Pyrene Manufacturing Company, New¬ 
ark, N. J., for use on tank barges only. 

4184. Pyrene 12-gallon Foam Type Extinguisher, manu¬ 
factured by the Pyrene Manufacturing Company, Newark, 
N. J. 

4128. "Valmar" 3V 2 -gallon Carbon Tetrachloride, Model 
F-R-X, Fire Extinguisher, manufactured by the American- 
La France and Foamite Industries, Inc., Elmira, New York, 
for use on tank barges only. 

APPARATUS FOR EXTINGUISHMENT OF FIRE IN COMPARTMENTS OF 

VESSELS 

2593-1. No. 1380 Marine Sprinkler Water Flow Alarm 
System, manufactured by the American District Telegraph 
Co.. 155 Sixth Avenue, New York, N. Y. 

2593-1. No. 1380 Marine Manual Fire Alarm System, man¬ 
ufactured by the American District Telegraph Co.. 155 Sixth 
Avenue, New York, N. Y. 


FIRE INDICATING AND ALARM SYSTEMS 

350.4. Watchman’s Clock, manufactured by the Detcx 
Watchclock Corporation, 76 Varick Street, New York, N. Y. 

LIFE PRESERVERS 

3501. Rubatex Life Preserver, manufactured by the Ruba- 
tex Products, Inc., 227 Park Avenue, New York, N. Y. 

4042. Kapok life jacket with water light, manufactured 
by the Sea-Lifce Manufacturing Corporation, 79 Tremont 
Street, Boston, Massachusetts. 

HOSE MASKS 

340.10 MSA Combination Hose Mask, Manufactured by 
the Mine Safety Appliances Company, Braddock. Thomas 
and Meade Streets, Pittsburgh, Pennsylvania, for use on tank 
vessels. 

SERVICE LINES FOR LINE CARRYING GUNS 

4182. Regan’s #6 and #7 Service Lines for Life Saving 
Guns, manufactured by the John F. Regan Company, 70 
Warren Street, New York, N. Y. 

R. S. Fteld. 

Director. 

[seal] Chester W. Willett, 

V. S. Supervising Inspector, 6th District. 

Eugene Carlson. 

U. S. Supervising Inspector , 3rd District. 

Approved: 

Daniel C. Roper, 

Secretary of Commerce. 

[F. R. Doc. 37-3360; Filed, November 18.1937; 12:32 p. m.J 


COMMODITY CREDIT CORPORATION. 

1937-38 C. C. C. Cotton Form 1 

Amendment to Commodity Credit Corporation’s 
“Instructions” 

1937 COTTON CIRCULAR LETTER NO. 1 

September 17, 1937. 

The Executive Committee of Commodity Credit Corpora¬ 
tion has made the following ruling with reference to leans 
under the 1937-38 cotton loan program: 

I 

“The provisions of Section 1 (b) of the printed Instruc¬ 
tions (1937—38 C. C. C. Cotton Form 1) 1 and of Paragraph 
2 of the Loan Agreement (1937-33 C. C. C. Cotton Form A), 
providing that a landlord cannot borrow on the tenant’s 
share nor on cotton taken in on account, have been and 
hereby waived, but this shall in nowise affect the require¬ 
ment that cotton must have been produced by a ‘producer’ 
as defined in Section 1 (a) of the Instructions (1937-38 
C. C. C. Cotton Form 1) 

[seal] Ben Johnson, 

Vice President. 

[F. R. Doc. 37-3357; Filed. November 18,1937; 9:50 a. m.J 


1937-38 C. C. C. Cotton Form 1 

Amendment to Commodity Credit Corporation’s 
“Instructions” 

1937 COTTON CIRCULAR LETTER NO. 2 

October 4, 1937. 

The provisions of paragraph 3 of the printed Instructions, 
1937-38 CCC Cotton Form 1/ have been amended to provide 
as follows: 

Loans to producers will be made on tenderable grades of 
cotton on the basis of the following schedule of loan values: 


‘2F.R. 2903 (Dl). 
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Grade 

Staple 

Loan 

Value 

Per 

Pound 

Staple 

Loan 

Valuo 

Per 

Pound 

WkiU and Ertra WhiU: 





Middling Fair... 

14“ or better.... 

9.00* 

Below 14"_ 

8.00* 

Strict Good Middling_ 

!*" or better. ... 

9.00* 

Below 14". 

8.00* 

Good Middling_ 

14" or bettor.... 

‘J.OO* 

Below W' _ 

8.00* 

Strict Middling. 

14" or better.... 

9.00* 

Below 14". 

8.00* 

Middling..... 

14 " or better_ 

9.00* 

Below 14" .... 

8.00* 

Strict Low Middling_ 

14" or better_ 

8. SO* 

Below J4"_ 

7.00* 

Low Middling. 

J4" or better.... 

7. 75* 

Below 14"_ 

6.00* 

Spotted: 





Good Middling_ 

14" or better.... 

9.00* 

Below 14"- 

8.00* 

Strict Middling.. 

14“ or bettor.... 

9.00* 

Below 14"_ 

8.00* 

Middling. 

14“ or better.... 

8.5C* 

Below _ 

7.00* 

Tinged: 




Good Middling_ 

14“ or better.... 

8. 50* 

Below 14". 

7.00* 

Rtxirf. Middling _ 

H“ or better.... 

7. 75* 

Below 14". 

6.00* 

Stained: 



Good Middling. 

14“ or better.... 

7.75* 

Below 14"_ 

6.00* 

Gray: 



Good Middling.. 

14" or better.... 

8.50* 

Below T4“_ 

7.00* 

Strict Middling_ 

14" or better.... 

7.70* 

Below 14"_ 

6.00* 


[seal] Ben Johnson, 

Vice President. 


[F. R. Doc. 37-3358; Filed. November 18.1937; 9:51 a. m.J 


1937-38 C. C. C. Cotton Form 1 

Supplement to Commodity Credit Corporation’s 
“Instructions’* 

1037 COTTON CIRCULAR LETTER NO. 3 

October 19, 1937. 

Further supplementing the printed Instructions contained 
in 1937-38 C. C. C. Cotton Form 1/ with reference to loans 
on 1937 cotton, the following information is given for the 
assistance of banks and other lending agencies: 

(1) If a landlord and tenant store cotton in a warehouse 
in their joint names, they may obtain a loan thereon by 
executing the note (1937-38 C. C. C. Cotton Form A) jointly. 
All of the other documents should be executed jointly also. 

(2) Where a note is executed by a landlord and tenant 
jointly, as indicated above, it is not necessary for the land¬ 
lord to sign the lien waiver in the loan agreement, and in 
the space in the loan agreement indicating whether the cot¬ 
ton was raised as a landowner, landlord or tenant, it should 
be indicated that it was raised as landlord and tenant. 

(3) Notes executed by a tenant who has an administrator, 
executor or trustee as a landlord should be submitted for 
direct loans under Section 5 of 1937-38 C. C. C. Cotton Form 
1, in order that Counsel may ascertain prior to their accep¬ 
tance, that the documents are satisfactory. 

(4) Warehouse receipts dated not later than the date of 
the note of the producer, which otherwise meet the require¬ 
ments of section 11 of 1937-38 C. C. C. Cotton Form 1, are 
acceptable. 

(5) The lending agency may rely upon the represen¬ 
tation of the producer as to his status as landowner, land¬ 
lord or tenant, as well as the other representations made by 
the producer under the terms of the loan agreement and 
those made by the warehouseman in the warehouseman’s 
certificate and waiver, provided the lending agency acts in 
good faith and has no reason to believe that such statements 
and representations are untrue. 

(6) Attention is again called to the fact that this Corpora¬ 
tion’s obligation to purchase eligible paper is applicable only 
to those banks and other lending agencies which have exe¬ 
cuted and delivered to each Loan Agency of the Reconstruc¬ 
tion Finance Corporation through which paper is tendered 
for purchase, contract on 1937-38 C. C. C. Cotton Form D. 
This contract may be procured only from the Loan Agencies 
listed in Section 15 of 1937-38 C. C. C. Cotton Fonn 1, and 
must be completed by the counter-signature of the Mana¬ 
gers or Acting Managers of such Loan Agencies as Agents 
of Commodity Credit Corporation. Banks or others acting 


1 2 F. R. 2903 (DI). 
No. 225-3 


or expecting to act as lending agencies should procure and 
execute contract to purchase immediately. 

(7) Attention also is called to the requirement that the 
advice of loan slip attached to the loan agreement (1937-38 

C. C. C. Cotton Form A) be completed, detached and mailed 
promptly to Commodity Credit Corporation, Washington, 

D. C. Failure to do so is a violation by the lending agency 
of the contract to purchase. 

(8) Banks and other lending agencies holding producers’ 
notes, on 1937-38 C. C. C. Cotton Form A, desiring, for their 
protection while they hold such notes, insurance coverage 
in addition to that provided by the warehouse man, must 
obtain such additional coverage at their own expense. This 
is explained fully in Section 13 of 1937-38 C. C. C. Cotton 
Form 1. 

[seal] Ben Johnson, 

Vice President. 

IF. R. Doc. 37-3359; Filed. November 18,1937; 9:51 a. m.J 


SECURITIES AND EXCHANGE COMMISSION. 

United States of America—Before the Securities 
and Exchange Commission 

At a regular session of the Securities and Exchange Com¬ 
mission held at its office in the City of Washington, D. C., on 
the 18th day of November, A. D. 1937. 

(FUe No. 43-91J 

In the Matter of Knife River Coal Mining Company 

NOTICE OF AND ORDER FOR HEARING 

A declaration having been duly filed with this Commission, 
by Knife River Coal Mining Company, a subsidiary of United 
Public Utilities Corporation, a registered holding company, 
pursuant to Section 7 of the Public Utility Holding Company 
Act of 1935, regarding the issuance by the applicant to said 
United Public Utilities Corporation of $112,746.17 principal 
amount of promissory notes dated January 1, 1937, due Jan¬ 
uary 1, 1945, bearing 6% interest, and of $93,000 principal 
amount of promissory notes dated January 1, 1937, due Jan¬ 
uary 1. 1945, bearing 7% interest, for the purpose of refund¬ 
ing outstanding demand notes of the declarant held by said 
United Public Utilities Corporation; 

It is ordered. That a hearing on such matter be held on 
December 3, 1937, at ten o’clock in the forenoon of that day 
at Room 1101, Securities and Exchange Building, 1778 Penn¬ 
sylvania Avenue NW.. Washington, D. C.; and 

Notice of such hearing is hereby given to said party and 
to any interested State, State commission, State securities 
commission, municipality, and any other political subdivision 
of a State, and to any representative of interested consumers 
or security holders, and any other person whose participation 
in such proceeding may be in the public Interest or for the 
protection of investors or consumers. It is requested that 
any person desiring to be heard or to be admitted as a party 
to such proceeding shall file a notice to that effect with the 
Commission on or before November 29, 1937. 

It is further ordered , That Charles S. Lobingier. an officer 
of the Commission, be and he hereby is designated to preside 
at such hearing, and authorized to adjourn said hearing from 
time to time, to administer oaths and affirmations, subpena 
witnesses, compel their attendance, take evidence, and require 
the production of any books, papers, correspondence, mem¬ 
oranda, contracts, agreements, or other records deemed rele¬ 
vant or material to the inquiry, and to perform all other 
duties in connection therewith authorized by law. 

Upon the completion of the taking of testimony in this 
matter, the officer conducting said hearing is directed to 
close the hearing and make his report to the Commission. 

By the Commission. 

[seal] Francis P. Brassor, Secretary. 

IF. R. Dec. 37-3365; FUed, November 18,1937; 12:49 p. m.] 
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United States of America—Before the Securities 
and Exchange Commission 

At a regular session of the Securities and Exchange Com¬ 
mission held at its office in the City of Washington. D. C.. on 
the 18th day of November, A. D. 1937. 

[File No. 46-78) 

In the Matter of United Public Utilities Corporation 

NOTICE OF AND ORDER FOR HEARING 

An application having been duly filed with this Commis¬ 
sion, by United Public Utilities Corporation, a registered 
holding company, pursuant to Section 10 of the Public Util¬ 
ity Holding Company Act of 1935, for approval of its ac¬ 
quisition of $112,746.17 principal amount of Promissory Notes 
of Knife River Coal Mining Company dated January 1, 1937, 
due January 1, 1945, bearing 6% interest, and of $93,000 
principal amount of Promissory Notes of Knife River Coal 
Mining Company dated January 1, 1937, due January 1, 1945, 
bearing 7% interest, said Knife River Coal Mining Company 
being a subsidiary of the applicant; 

It is ordered . That a hearing on such matter be held on 
December 3, 1937, at ten o’clock in the forenoon of that day 
at Room 1101, Securities and Exchange Building, 1778 Penn¬ 
sylvania Avenue NW.. Washington, D. C.; and 

Notice of such hearing is hereby given to said party and to 
any interested State, State commission. State securities com¬ 
mission, municipality, and any other political subdivision of 
a State, and to, any representative of interested consumers 
or security holders, and any other person whose participation 
in such proceeding may be in the public interest or for the 
protection of investors or consumers. It is requested that 
any person desiring to be heard or to be admitted as a party 
to such proceeding shall file a notice to that effect with the 
Commission on or before November 29, 1937. 

It is further ordered. That Charles S. Lobingier, an officer 
of the Commission, be and he hereby is designated to preside 
at such hearing, and authorized to adjourn said hearing fiom 
time to time, to administer oaths and affirmations, subpena 
witnesses, compel their attendance, take evidence, and require 
the production of any books, papers, correspondence, memo¬ 
randa, contracts, agreements, or other records deemed rele¬ 
vant or material to the inquiry, and to perform all other 
duties in connection therewith authorized by law. 

Upon the completion of the taking of testimony in this 
matter, the officer conducting said hearing is directed to close 
the hearing and make his report to the Commission. 

By the Commission. 

[seal! Francis P. Brass or. Secretary . 

[F. R. Doc. No. 37-3364; Filed, November 18,1937; 12:49 p. m.) 


United States of America—Before the Securities 
and Exchange Commission 

At a regular session of the Securities and Exchange Com¬ 
mission, held at its office in the City of Washington, D. C., 
on the 16th day cf November, 1937 

File No. 1-427 

In the Matter of Kresge Department Stores, Inc., 8% 
Cumulative Preferred Stock, $100 Par Value 

ORDER GRANTING APPLICATION TO STRIKE FROM LISTING AND 
REGISTRATION 

The New York Stock Exchange, pursuant to Section 12 (d) 
of the Securities Exchange Act of 1934, as amended, and 
Rule JD2 promulgated thereunder, having made applica¬ 
tion to strike from listing and registration the 8% Cumu¬ 
lative Preferred Stock, $100 Par Value, of Kresge Depart¬ 
ment Stores. Inc.; and 

After appropriate notice. 1 a hearing having been held in 
this matter; and 

The Commission having considered said application to¬ 
gether with the evidence introduced at said hearing, and 
having due regard for the public interest and the protec¬ 
tion of investors; 


It is ordered, That said application be and the same is 
hereby granted, effective at the close of the trading session 
on November 26. 1937. 

By the Commission. 

[seal] Francis P. Brassor. Secretary . 

|F. R. Doc. No. 37-3367; Filed, November 18,1937; 12:49 p. m.) 


United States of America—Before the Securities 
and Exchange Commission 

At a regular session of the Securities and Exchange Com¬ 
mission, held at its office in the City of Washington. D. C. 
on the 16th day of November, 1937. 

♦ l File No. 1-2688) 

In the Matter of National Funding Corporation 7% Class 
A Cumulative Common Stock. $10 Par Value 

ORDER GRANTING APPLICATION TO WITHDRAW FROM LISTING AND 
REGISTRATION 

The National Funding Corporation, pursuant to Section 12 
(d) of the Securities Exchange Act of 1934, as amended, 
and Rule JD2 promulgated thereunder, having made appli¬ 
cation to withdraw its 7% Class A Cumulative Common Stock, 
$10 Par Value, from listing and registration on the Los 
Angeles Stock Exchange; and 

After appropriate notice 1 a hearing having been held in 
this matter; and 

The Commission having considered said application to¬ 
gether with the evidence introduced at said hearing, and 
having due regard for the public interest and the protection 
of investors; 

It is ordered. That said application be and the same is 
hereby granted, effective at the close of the trading session 
on November 26, 1937. 

By the Commission. 

[seal] Francis P. Brassor, Secretary. 

[F.R. Doc. No. 37-3366; Filed November 18,1937; 12:49 p.m.) 


United States of America—Before the Securities 
and Exchange Commission 

At a regular session of the Securities and Exchange Com¬ 
mission held at its office in the City of Washington, D. C., 
on the 17th day of November, 1937. 

[File No. 2-2922] 

In the Matter of Queensboro Gold Mines. Ltd. 

STOP ORDER 

This matter coming on to be heard by the Commission on 
the registration statement of registrant Queensboro Gold 
Mines, Ltd., an Ontario corporation, after confirmed tele¬ 
graphic notice by the Commission to said registrant that it 
appears that said registration statement includes untrue 
statements of material facts and omits to state material 
facts required to be stated therein and omits to state mate¬ 
rial facts necessary to make the statements therein not mis¬ 
leading, and upon evidence received upon the allegations 
made in the notice of hearing duly served by the Commis¬ 
sion on said registrant, and the Commission having duly 
considered the matter, and finding that said registration 
statement includes untrue statements of material facts and 
omits to state material facts required to be stated therein 
and material facts necessary to make the statements therein 
not misleading in Items 27 and 54 and the prospectus, all as 
more fully set forth in the Commission’s Findings of Fact 
and Opinion this day issued, and the Commission being now 
fully advised in the premises, 

It is ordered, Pursuant to Section 8 (d) of the Securities 
Act of 1933, as amended, that the effectiveness of the regis¬ 
tration statement filed by Queensboro Gold Mine, Ltd., an 
Ontario corporation, be and the same hereby is suspended. 

By direction of the Commission. 

Iseal] Francis P. Brassor, Secretary . 

[F. R. Doc. No. 37-3363; FUed, November 18.1937; 12:49 p. m.) 
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